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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Solder Ring

Tees
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Equal

0474
  

M-SRET-10  10 4.75
M-SRET-15  15 1.05
M-SRET-22  22 2.20
M-SRET-28  28 5.30
M-SRET-35  35 5.65
M-SRET-42  42 10.40
M-SRET-54  54 13.75

Reducing Branch

0474
   

M-SRRB-22-15  22 15 1.60
M-SRRB-28-15  28 15 9.05
M-SRRB-28-22  28 22 9.70
M-SRRB-35-15  35 15 9.75
M-SRRB-35-22  35 22 10.45
M-SRRB-35-28  35 28 10.80
M-SRRB-42-15  42 15 10.05
M-SRRB-42-22  42 22 10.80
M-SRRB-42-28  42 28 11.15
M-SRRB-42-35  42 35 11.30
M-SRRB-54-15  54 15 12.05
M-SRRB-54-22  54 22 12.45
M-SRRB-54-28  54 28 12.95
M-SRRB-54-35  54 35 13.45
M-SRRB-54-42  54 42 14.10

End Caps

End Caps

0474
  

M-SREC-8  8 1.15
M-SREC-10  10 1.40
M-SREC-15  15 0.75
M-SREC-22  22 1.25

Tap Connectors

Straight

0474
   

M-SRTC-15-12  15 1/2”  1.40
M-SRTC-15-34  15 3/4”  0.75
M-SRTC-22-34  22 3/4”  1.25

Bent

0474
   

M-SRBTC-15-12  15 1/2”  2.35

Manufactured from copper and copper alloy. Designed for jointing 
copper tubes to BS EN 1057 in hot and cold water services, in small 
bore and mini bore central heating, low pressure steam heating, and 
in-vented/un-vented closed circuit heating systems.
•  WRAS approved
•  Manufactured to BS EN 1254 Part 1

Working 
Temperature:
-40ºC to +110ºC

Maximum Working Pressure:
16 bar (-40ºC to +30ºC)
10 bar (+30ºC to +65ºC)
6 bar (+65ºC to +110ºC)

For…
Copper Tubing

…see page 1104

Other plumbing 
fittings available 
please enquire

www.hydraquip.co.uk


