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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Brass Compression 
Fittings, Imperial

Male Stud Couplings

Wade couplings consistently produce cost e�ective, 
reliable, leak-tight joints. 
They can be found in general use throughout 
the following industries: hydraulic, pneumatic, 
automotive, locomotive, LPG, oil and gas, power 
generation, air conditioning, heating and ventilation, 
and also for applications where there is a need for 
the added safety provided by an engineering fitting.

All Wade compression fittings are manufactured 
to BS 2051 Part 2 and from materials to all of the 
following standards:
BAR Parts:  BS 2874 CZ121
Stampings:  BS 2872 CZ122
Castings:  BS 1400 LG2
Copper Rings:  BS 2871 Part 2 C106

Wade compression fittings are suitable for use with 
copper, brass, bundy, nylon, polythene and PVC-
coated copper tube.
The following fittings are only part of the Wade 
range; the full range consists of metric, 4-28mm, 
and imperial, 1/8”-1.1/4”, with thread options in API/
NPT, BSPT, BSPP and metric forms.
NOTE:  for details of fittings not listed, please speak 
to our technical department.

You might also need…
Copper Tubing

…on page 1104

BSPT
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WADE-7060  1/8”  1/8”  2.85
WADE-7060/3  1/8”  1/4”  6.90
WADE-7061  3/16”  1/8”  3.30
WADE-7061/3  3/16”  1/4”  7.15
WADE-7063  1/4”  1/4”  3.65
WADE-7063/1  1/4”  1/8”  3.65
WADE-7063/8  1/4”  3/8”  4.50
WADE-7063/11  1/4”  1/2”  8.90
WADE-7065/1  5/16”  1/8”  4.00
WADE-7065  5/16”  1/4”  3.65
WADE-7065/8  5/16”  3/8”  5.95
WADE-7065/11  5/16”  1/2”  8.65
WADE-7068/1  3/8”  1/8”  6.65
WADE-7068/3  3/8”  1/4”  5.80
WADE-7068  3/8”  3/8”  8.40
WADE-7068/11  3/8”  1/2”  9.50
WADE-7071/3  1/2”  1/4”  8.90
WADE-7071/8  1/2”  3/8”  9.85
WADE-7071  1/2”  1/2”  9.85
WADE-7073/11  5/8”  1/2”  20.25
WADE-7074/11  3/4”  1/2”  29.05
WADE-7074  3/4”  3/4”  24.60

BSPP
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WADE-1060  1/8”  1/8”  6.00
WADE-4060/3  1/8”  1/4”  5.95
WADE-1061  3/16”  1/8”  4.20
WADE-4061/8  3/16”  3/8”  6.80
WADE-4061/3  3/16”  1/4”  6.20
WADE-4063/1  1/4”  1/8”  4.20
WADE-1063  1/4”  1/4”  4.20
WADE-4063/8  1/4”  3/8”  5.95
WADE-4063/11  1/4”  1/2”  9.20
WADE-4065/1  5/16”  1/8”  4.60
WADE-1065  5/16”  1/4”  4.20
WADE-4065/8  5/16”  3/8”  5.45
WADE-4065/11  5/16”  1/2”  7.25
WADE-4068/3  3/8”  1/4”  5.55
WADE-1068  3/8”  3/8”  5.40
WADE-4068/11  3/8”  1/2”  9.35
WADE-4071/3  1/2”  1/4”  9.25
WADE-4071/8  1/2”  3/8”  11.25
WADE-1071  1/2”  1/2”  9.50
WADE-4071/14  1/2”  3/4”  15.05
WADE-4073/11  5/8”  1/2”  18.70
WADE-4074/11  3/4”  1/2”  21.70
WADE-1076  7/8”  3/4”  29.85

NPT, API (American Petroleum 
Institution)

0130
   

WADE-4061/3API  3/16”  1/4”  8.30
WADE-4063/1API  1/4”  1/8”  4.35
WADE-1063/API  1/4”  1/4”  4.00
WADE-4063/8API  1/4”  3/8”  6.30
WADE-4063/11API  1/4”  1/2”  8.25
WADE-1065/API  5/16”  1/4”  5.80
WADE-4068/1API  3/8”  1/8”  7.85
WADE-4068/3-API  3/8”  1/4”  5.75
WADE-1068/API  3/8”  3/8”  6.20
WADE-4068/11API  3/8”  1/2”  8.05
WADE-4071/3API  1/2”  1/4”  14.60
WADE-4071-8API  1/2”  3/8”  14.60
WADE-1071-API  1/2”  1/2”  9.85

Tech Sheet 
60258
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60259
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