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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Nylon Fittings

Hose Connector

Tube x Tube

0497
  

1-99

 

100+

PN21-4  1/8”  1.95  1.85
PN21-6  1/4”  2.20  2.15
PN21-8  5/16”  2.30  2.20

Elbow Hose 
Connector

Tube x Tube

0497
  

1-99

 

100+

PN18-4  1/8”  1.30  1.25
PN18-5  3/16”  1.45  1.40
PN18-6  1/4”  1.55  1.50
PN18-8  5/16”  2.05  2.00
PN18-10  3/8”  1.70  1.65
PN18-12  1/2”  2.05  2.00
PN18-14  14mm 1.95  1.85
PN18-16  5/8”  2.15  2.10
PN18-19  3/4”  2.40  2.35

Reducing Elbow Hose 
Connector

Tube x Tube
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1-99

 

100+

PN17-5-4  3/16”  1/8”  1.30  1.25
PN17-6-5  1/4”  3/16”  1.55  1.50
PN17-8-6  5/16”  1/4”  2.05  2.00
PN17-10-8  3/8”  5/16”  1.45  1.40
PN17-12-10  1/2”  3/8”  1.70  1.65
PN17-16-14  5/8”  14mm 1.70  1.65
PN17-19-16  3/4”  5/8”  2.15  2.10

Tee Hose 
Connector

Tube x Tube
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1-99

 

100+

PN23-4  1/8”  1.45  1.40
PN23-5  3/16”  1.55  1.50
PN23-6  1/4”  1.60  1.55
PN23-8  5/16”  1.75  1.70
PN23-10  3/8”  2.05  2.00
PN23-12  1/2”  2.15  2.10
PN23-14  14mm 2.35  2.25
PN23-16  5/8”  2.55  2.50
PN23-19  3/4”  2.65  2.55

Reducing Tee Hose 
Connector

Tube x Tube
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1-99

 

100+

PN24-5-4  3/16”  1/8”  1.55  1.50
PN24-6-5  1/4”  3/16”  1.55  1.50
PN24-8-6  5/16”  1/4”  1.75  1.70
PN24-10-8  3/8”  5/16”  2.05  2.00
PN24-12-10  1/2”  3/8”  2.15  2.10
PN24-16-14  5/8”  14mm 2.55  2.50
PN24-19-16  3/4”  5/8”  2.85  2.80

Acetal Resin Fittings

Plugs
Working Temperature:
-20°C to +110°C

Maximum Working Pressure:
14 bar

Hose Tail

0497
  

81606  6 5.05

Couplings

Maximum Working Pressure:
14 bar

Female Thread, BSPT

0497
  

81000  1/4”  25.65

Working Temperature:
-20°C to +110°C
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