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Malleable Iron Fittings

Maximum Working Pressure:
25 bar @ -20°C to +120°C  
20 bar @ +300°C

BSPT FemaleBSPT Male

Suface Finishing:

Two types are available:  
Black:  
With an anti-corrosive varnish to protect against rust 
after installation prior to plant conditioning.

Galavanised:  
Hot-dip zinc coated to give additional resistance to 
corrosion, meeting the requirements of ASTM A153

Female Equal Elbow 
90° (151)

Black, BSPT

1094
  

K-MI90-14N  1/4”  4.40
K-MI90-38N  3/8”  3.50
K-MI90-12N  1/2”  2.65
K-MI90-34N  3/4”  3.75
K-MI90-1N  1” 5.65
K-MI90-114N  1.1/4”  10.05
K-MI90-112N  1.1/2”  16.10
K-MI90-2N  2” 19.35
K-MI90-212N  2.1/2”  62.70
K-MI90-3N  3” 87.50
K-MI90-4N  4” 139.95

Galvanised, BSPT

1094
  

K-MI90-14  1/4”  4.40
K-MI90-38  3/8”  4.65
K-MI90-12  1/2”  3.50
K-MI90-34  3/4”  4.65
K-MI90-1  1” 6.15
K-MI90-114  1.1/4”  13.40
K-MI90-112  1.1/2”  22.20
K-MI90-2  2” 25.60
K-MI90-212  2.1/2”  76.45
K-MI90-3  3” 109.70
K-MI90-4  4” 187.80

Male x Female Equal 
Elbow 90° (152)

Black, BSPT

1094
  

K-MI92-14N  1/4”  4.80
K-MI92-38N  3/8”  3.75
K-MI92-12N  1/2”  3.00
K-MI92-34N  3/4”  4.80
K-MI92-1N  1” 7.70
K-MI92-114N  1.1/4”  12.60
K-MI92-112N  1.1/2”  18.65
K-MI92-2N  2” 23.45
K-MI92-212N  2.1/2”  63.50
K-MI92-3N  3” 83.45
K-MI92-4N  4” 126.95

Galvanised, BSPT

1094
  

K-MI92-14  1/4”  5.75
K-MI92-38  3/8”  5.75
K-MI92-12  1/2”  4.40
K-MI92-34  3/4”  5.70
K-MI92-1  1” 10.35
K-MI92-114  1.1/4”  17.30
K-MI92-112  1.1/2”  26.40
K-MI92-2  2” 31.80
K-MI92-212  2.1/2”  52.90
K-MI92-3  3” 109.85
K-MI92-4  4” 185.00

Threads:  
British standard taper, BSPT to ISO7-1 and 
EN10226-2.

Materials:  
Suitable for fire protection, automatic sprinkler 
systems NFPA 13/24 and fittings for above ground.

Fittings tested in accordance to BS EN10241:2000, 
BS EN1562 and dimensions to BS EN10242.

Media:  
Suitable for the flow of water, steam, gas or other 
non aggresive media.

Malleable iron fittin gs suitable for use  
with drinking water

K-Line Connect kitemarked fittings are  
deemed to satisfy the requirements of the  

United Kingdom Water Reg ulations (Byelaws).

Female Equal 
Elbow 45° (155)

Black, BSPT

1094
  

K-MI120-38N  3/8”  3.70
K-MI120-12N  1/2”  3.15
K-MI120-34N  3/4”  4.50
K-MI120-1N  1” 6.80
K-MI120-114N  1.1/4”  10.90
K-MI120-112N  1.1/2”  13.50
K-MI120-2N  2” 20.25

Galvanised, BSPT

1094
  

K-MI120-38  3/8”  3.90
K-MI120-12  1/2”  3.15
K-MI120-34  3/4”  4.95
K-MI120-1  1” 7.25
K-MI120-114  1.1/4”  11.95
K-MI120-112  1.1/2”  14.60
K-MI120-2  2” 21.80

Male x Female Equal 
Elbow 45° (156)

Black, BSPT

1094
  

K-MI121-38N  3/8”  4.95
K-MI121-12N  1/2”  4.95
K-MI121-34N  3/4”  7.85
K-MI121-1N  1” 10.35
K-MI121-114N  1.1/4”  17.15
K-MI121-112N  1.1/2”  20.25
K-MI121-2N  2” 34.00

Galvanised, BSPT

1094
  

K-MI121-38  3/8”  5.50
K-MI121-12  1/2”  5.50
K-MI121-34  3/4”  8.35
K-MI121-1  1” 11.20
K-MI121-114  1.1/4”  18.20
K-MI121-112  1.1/2”  21.80
K-MI121-2  2” 36.60
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