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1” Carbon Steel PN16 Flange End Fittings

0482
    

CTCSPN16-1-1  1” 1 100  144.90
CTCSPN16-1-3  1” 3 100  195.00
CTCSPN16-1-5  1” 5 100  245.15
CTCSPN16-1-7  1” 7 100  295.30

1.1/2” Carbon Steel PN16 Flange End Fittings

0482
    

CTCSPN16-112-1  1.1/2”  1 127  165.65
CTCSPN16-112-3  1.1/2”  3 127  222.65
CTCSPN16-112-5  1.1/2”  5 127  279.55
CTCSPN16-112-7  1.1/2”  7 127  336.50

2” Carbon Steel PN16 Flange End Fittings

0482
    

CTCSPN16-2-1  2” 1 178  187.40
CTCSPN16-2-3  2” 3 178  252.50
CTCSPN16-2-5  2” 5 178  317.60
CTCSPN16-2-7  2” 7 178  382.70

3” Carbon Steel PN16 Flange End Fittings

0482
    

CTCSPN16-3-1  3” 1 203  237.80
CTCSPN16-3-3  3” 3 203  316.45
CTCSPN16-3-5  3” 5 203  406.70
CTCSPN16-3-7  3” 7 203  484.75

4” Carbon Steel PN16 Flange End Fittings

0482
    

CTCSPN16-4-1  4” 1 304  263.25
CTCSPN16-4-3  4” 3 304  374.80
CTCSPN16-4-5  4” 5 304  497.45
CTCSPN16-4-7  4” 7 304  609.00

1” Stainless Steel PN16 Flange End Fittings

0482
    

CTCPN16-1-1  1” 1 100  187.90
CTCPN16-1-3  1” 3 100  238.00
CTCPN16-1-5  1” 5 100  288.15
CTCPN16-1-7  1” 7 100  338.30

1.1/2” Stainless Steel PN16 Flange End Fittings

0482
    

CTCPN16-112-1  1.1/2”  1 127  214.00
CTCPN16-112-3  1.1/2”  3 127  270.95
CTCPN16-112-5  1.1/2”  5 127  327.95
CTCPN16-112-7  1.1/2”  7 127  384.85

2” Stainless Steel PN16 Flange End Fittings

0482
    

CTCPN16-2-1  2” 1 178  268.25
CTCPN16-2-3  2” 3 178  333.35
CTCPN16-2-5  2” 5 178  398.45
CTCPN16-2-7  2” 7 178  463.55

3” Stainless Steel PN16 Flange End Fittings

0482
    

CTCPN16-3-1  3” 1 203  356.10
CTCPN16-3-3  3” 3 203  434.80
CTCPN16-3-5  3” 5 203  524.45
CTCPN16-3-7  3” 7 203  603.10

4” Stainless Steel PN16 Flange End Fittings

0482
    

CTCPN16-4-1  4” 1 304  493.20
CTCPN16-4-3  4” 3 304  682.20
CTCPN16-4-5  4” 5 304  826.60
CTCPN16-4-7  4” 7 304  938.25

Composite Hose Assemblies

TechChem PG

Working Temperature:
-30°C to +80°C

Maximum Working Pressure:
14 bar

Construction:
•  Polypropylene-coated inner wire
•  Galvanised steel outer wire
•  Stainless steel outer wire also available
•  Polypropylene bore 
•  Thermoplastic layered wall
•   PVC-coated polyester cover,  

various colours

Coupling types available include:
BSP, NPT, all flange tables, cam & groove, lever couplings, Victaulic, hygienic fittings.
Materials:
Steel, stainless steel, alloy, polypropylene, gunmetal, brass, Hastelloy.
Lengths:
Up to 20 metres.

Main Conveyances:
Corrosive acids and 
alkalis, aldehydes, amines, 
aliphatic, aromatic fuels, 
alcohol, esters, ketones, 
and petroleum products.

Assemblies are available in various lengths, end terminations and materials  
Please contact our Business Development Team for a quotation on your bespoke requirements 

Tech Sheet 
60412

Delivery on these assemblies could take up to 48 hours.

www.hydraquip.co.uk


