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1” Gunmetal Lugged End Fittings, BSPP

0482
    

CTFGML-1-1  1” 1 100  151.20
CTFGML-1-3  1” 3 100  227.10
CTFGML-1-5  1” 5 100  303.00
CTFGML-1-7  1” 7 100  378.95

1.1/2” Gunmetal Lugged Female End Fittings , BSPP

0482
    

CTFGML-112-1  1.1/2”  1 127  170.80
CTFGML-112-3  1.1/2”  3 127  257.60
CTFGML-112-5  1.1/2”  5 127  344.35
CTFGML-112-7  1.1/2”  7 127  431.15

2” Gunmetal Lugged Female End Fittings, BSPP

0482
    

CTFGML-2-1  2” 1 178  186.65
CTFGML-2-3  2” 3 178  285.60
CTFGML-2-5  2” 5 178  384.55
CTFGML-2-7  2” 7 178  483.50

3” Gunmetal Lugged Female End Fittings , BSPP

0482
    

CTFGML-3-1  3” 1 203  268.00
CTFGML-3-3  3” 3 203  403.05
CTFGML-3-5  3” 5 203  549.15
CTFGML-3-7  3” 7 203  684.25

4” Gunmetal Lugged Female End Fittings , BSPP

0482
    

CTFGML-4-1  4” 1 304  516.85
CTFGML-4-3  4” 3 304  723.55
CTFGML-4-5  4” 5 304  941.25
CTFGML-4-7  4” 7 304  1147.95

1” Stainless Steel Lugged End Fittings , BSPP

0482
    

CTFSSL-1-1  1” 1 100  157.10
CTFSSL-1-3  1” 3 100  233.05
CTFSSL-1-5  1” 5 100  309.00
CTFSSL-1-7  1” 7 100  384.85

1.1/2” Stainless Steel Lugged Female End Fittings , BSPP

0482
    

CTFSSL-112-1  1.1/2”  1 127  177.65
CTFSSL-112-3  1.1/2”  3 127  264.45
CTFSSL-112-5  1.1/2”  5 127  351.25
CTFSSL-112-7  1.1/2”  7 127  437.95

2” Stainless Steel Lugged Female End Fittings , BSPP

0482
    

CTFSSL-2-1  2” 1 178  200.15
CTFSSL-2-3  2” 3 178  299.20
CTFSSL-2-5  2” 5 178  398.15
CTFSSL-2-7  2” 7 178  497.10

3” Stainless Steel Lugged Female End Fittings , BSPP

0482
    

CTFSSL-3-1  3” 1 203  274.60
CTFSSL-3-3  3” 3 203  409.70
CTFSSL-3-5  3” 5 203  555.75
CTFSSL-3-7  3” 7 203  690.85

4” Stainless Steel Lugged Female End Fittings , BSPP

0482
    

CTFSSL-4-1  4” 1 304  533.05
CTFSSL-4-3  4” 3 304  739.75
CTFSSL-4-5  4” 5 304  957.50
CTFSSL-4-7  4” 7 304  1164.20

Composite Hose Assemblies

TechFlon SG

Working Temperature:
-30°C to +100°C

Maximum Working Pressure:
14 bar

Construction:
•  Stainless steel inner wire
•  Galvanised outer wire
•   Stainless steel outer wire 

also available
•  PTFE bore 
•  Thermoplastic layered wall
•   PVC-coated polyester cover,  

various colours

Coupling types available include:
BSP, NPT, all flange tables, cam & groove, lever couplings, Victaulic, hygienic fittings.
Materials:
Steel, stainless steel, alloy, polypropylene, gunmetal, brass, Hastelloy.
Lengths:
Up to 20 metres.

Main Conveyances:
Gives better chemical resistance than 
standard TechChem PG by the inclusion 
of PTFE bore film. This also helps in 
restricting permeation of very searching 
solvents and gives added resistance 
when conveying concentrated sulphuric 
acid. In plant or tanker transfer of 
aggressive chemicals, PTFE lining o�ers 
clean bore transfer of product.

Assemblies are available in various lengths, end terminations and materials  
Please contact our Business Development Team for a quotation on your bespoke requirements 

Tech Sheet 
60413

Delivery on these assemblies could take up to 48 hours.

www.hydraquip.co.uk


