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Abrasion-resistant, Anti-static 
Industrial PUR Ducting

Made from premium-grade ester Pre-PUR 
polyurethane, reinforced with a copper-coated 
spring steel wire helix.
Wall Thickness: 0.4mm approx.
Applications:  suction and transport hose for 
abrasive materials, e.g. dust, chippings, powder, 
granules, fibres, etc.
Also suitable for fume extraction, e.g. oil mist, 
welding fumes and chemical vapours.
• Permanently anti-static wall, <10 9Ω
• Super lightweight, highly flexible
• Flame retardant to DIN 4102-B1
• Microbe resistant
• Supplied poly-sleeved in compressed form
• Excellent abrasion resistance
• High tensile strength and tear resistance
• Optimised flow (observe direction of flow arrow)
• Small bend radius
• Good resistance to oil, petrol and chemicals
• Wire spiral reinforcement can be earthed
Use clamp type 212/212EC (refer to page 1413).

Lightweight, 0.4mm Wall,  
Flame Retardant, Anti-static, 10 Metres

0392
      

301-0038-0000  38 46 0.630  0.245  0.220  166.20
301-0050-0000  50 58 0.480  0.170  0.280  169.70
301-0065-0000  65 73 0.370  0.130  0.360  179.40
301-0075-0000  75 83 0.325  0.115  0.410  197.05
301-0100-0000  100  108  0.245  0.055  0.510  233.35
301-0125-0000  125  133  0.195  0.045  0.630  278.45
301-0150-0000  150  158  0.160  0.035  0.760  363.25
301-0160-0000  160  168  0.150  0.035  0.810  352.25
301-0200-0000  200  208  0.120  0.025  1.030  443.55
301-0225-0000  225  234  0.110  0.020  1.160  505.25
301-0250-0000  250  259  0.100  0.020  1.280  542.55
301-0300-0000  300  309  0.080  0.015  1.700  677.95

Made from premium-grade ester Pre-PUR 
polyurethane,  reinforced with a copper-coated 
spring steel wire helix.
Wall Thickness:  0.6mm approx.
Applications:  suction and transport hose for 
abrasive material, e.g. dust, chippings, powder, 
granules, fibres, etc.
Also suitable for fume extraction, e.g. oil mist, 
welding fumes and chemical vapours.
• Permanently anti-static wall, <10 9Ω
• Super lightweight, highly flexible
• High tensile strength and tear resistance
• Flame retardant to DIN 4102-B1
• Optimised flow (observe direction of flow arrow)
• Microbe resistant
• Supplied poly-sleeved in compressed form
• Small bend radius
• Good resistance to oil, petrol and chemicals
• Wire spiral reinforcement can be earthed
Use clamp type 212/212EC (refer to page 1413).

Tech Sheet 
60192

Light/Medium Weight, 0.6mm Wall,  
Flame Retardant, Anti-static, 10 Metres

0392
      

330-0038-1002  38 45 1.075  0.355  0.22  160.00
330-0050-1002  50 58 0.820  0.220  0.37  198.20
330-0065-1002  65 73 0.635  0.165  0.46  214.05
330-0075-1002  75 83 0.550  0.145  0.53  241.85
330-0100-1002  100  108  0.415  0.080  0.67  278.45
330-0125-1002  125  133  0.335  0.065  0.83  334.15
330-0150-1002  150  158  0.275  0.055  0.99  398.00
330-0160-1002  160  168  0.260  0.050  1.05  423.65
330-0200-1002  200  208  0.210  0.030  1.33  533.40
330-0225-1002  225  233  0.185  0.025  1.48  606.55
330-0250-1002  250  258  0.165  0.025  1.64  652.35
330-0300-1002  300  309  0.140  0.020  2.14  816.15
330-0350-1002  350  359  0.120  0.020  2.49  959.70
330-0400-1002  400  409  0.105  0.015  2.84  1060.20

AIRDUC PUR 350 AS Made from premium-grade ester Pre-PUR 
polyurethane, reinforced with a thicker gauge 
spring steel wire helix. 
Wall Thickness:  0.7mm approx. 
Applications:  suction and transport hose  
for highly abrasive materials, e.g. dust, powder, 
granules, chippings, pellets,  fibres, shot blast 
recovery, etc. Also suitable for fumes or  
gaseous media.
• Permanently anti-static wall, <10 9Ω
• Flame retardant to DIN4102-B1
• Microbe resistant
• Excellent abrasion resistance
• High tensile strength and tear resistance
• Smooth bore, optimised flow  
   (observe direction of flow arrow)
• Small bend radius
• Good resistance to oil, petrol and chemicals
• Wire spiral reinforcement can be earthed

Working Temperature:
-40°C to +90°C
Intermittent to:  +125°C

Tech Sheet 
60188

Medium Weight, 0.7mm Wall,  
Flame Retardant, Anti-static, 10 Metres

0392
      

350-0038-1002  38 45 1.635  0.495  0.310  196.55
350-0050-1002  50 57 1.250  0.380  0.400  210.20
350-0065-1002  65 70 0.970  0.290  0.520  239.70
350-0075-1002  75 82 0.840  0.175  0.590  265.90
350-0100-1002  100  107  0.635  0.135  0.800  341.75
350-0125-1002  125  132  0.510  0.110  0.980  428.55
350-0150-1002  150  157  0.425  0.075  1.400  500.65
350-0160-1002  160  167  0.400  0.070  1.500  539.95
350-0175-1002  175  182  0.365  0.065  1.630  593.95
350-0200-1002  200  207  0.320  0.055  1.860  681.90
350-0225-1002  225  232  0.285  0.050  2.080  769.20
350-0250-1002  250  257  0.255  0.045  2.310  877.30
350-0300-1002  300  307  0.215  0.035  2.770  1025.25

Working Temperature:
-40°C to +90°C
Intermittent to:
+125°C approx

Working Temperature:
-40°C to +90°C
Intermittent to:
+125°C

Tech Sheet 
20017

Other size & length options are available for 
all hoses shown here - please enquire

PROTAPE PUR 301 AS PROTAPE PUR 330 AS

www.hydraquip.co.uk


