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Food Grade PUR Ducting

AIRDUC PUR 351 FOOD Made from premium foodgrade ether  Pre-PUR 
polyurethane, reinforced with a spring steel  
wire helix.
Wall Thickness: 1.0mm approx.
Applications:  suction and transport hose for 
abrasive materials including food products,  
e.g. powders, granulates, seeds, grain, etc. 
Also suitable for liquid media.
• Food grade wall (refer to Tech Sheet)
• Good resistance to microbes and hydrolysis
• Wire spiral reinforcement can be earthed
• Good resistance to oil, petrol and chemicals
• High tensile strength and tear resistance
• Smooth bore, optimised flow  
   (observe direction of flow arrow)
• Small bend radius
• Excellent low temperature flexibility
• Flame retardant to UL94-HB
Use clamp type 212/212EC  
(refer to page 1413).

Medium Weight, 1.0mm Wall,  
Food Grade, 10 Metres

0392
      

351-0038-0000  38 46 1.830  0.370  0.320  300.40
351-0050-0000  50 58 1.405  0.285  0.410  323.35
351-0065-0000  65 73 1.090  0.220  0.530  369.15
351-0075-0000  75 84 0.945  0.140  0.640  410.50
351-0100-0000  100  109  0.715  0.110  0.970  527.40
351-0125-0000  125  134  0.575  0.090  1.200  659.85
351-0150-0000  150  159  0.480  0.065  1.520  773.85
351-0175-0000  175  184  0.410  0.060  1.760  917.15
351-0200-0000  200  209  0.360  0.050  2.000  1052.40
351-0250-0000  250  259  0.290  0.035  2.390  1355.10
351-0300-0000  300  309  0.240  0.030  2.860  1580.90

Working Temperature:
-40ºC to +90ºC
Intermittent to:
+125ºC

Tech Sheet 
10405

PROTAPE PUR 
330 FOOD

Working Temperature:
-40ºC to +90ºC                                                                                                   
Intermittent to:                                                                                            
+125°C

Tech Sheet 
60193

Light/Medium Weight,  
0.6mm Wall, Food Grade, 10 Metres

0392
      

330-0038-0000  38 45 1.075  0.355  0.220  160.00
330-0050-0000  50 58 0.820  0.220  0.370  237.85
330-0065-0000  65 73 0.635  0.165  0.460  214.05
330-0075-0000  75 83 0.550  0.145  0.530  290.05
330-0100-0000  100  108  0.415  0.080  0.670  334.50
330-0125-0000  125  133  0.335  0.065  0.830  341.20
330-0150-0000  150  158  0.275  0.055  0.990  477.45
330-0200-0000  200  208  0.210  0.030  1.330  666.60

AIRDUC PUR 350 
FOOD AS

Medium Weight, 0.7mm Wall,  
Anti-static, Food Grade, 10 Metres

0392
      

350-0038-0000  38 45 1.635  0.495  0.310  206.40
350-0050-0000  50 57 1.250  0.380  0.400  220.75
350-0065-0000  65 70 0.970  0.290  0.520  251.70
350-0075-0000  75 82 0.840  0.175  0.590  279.20
350-0100-0000  100  107  0.635  0.135  0.800  358.85
350-0125-0000  125  132  0.510  0.110  0.980  450.05
350-0150-0000  150  157  0.425  0.075  1.400  525.70
350-0160-0000  160  167  0.400  0.070  1.500  567.00
350-0175-0000  175  182  0.365  0.065  1.630  623.70
350-0200-0000  200  207  0.320  0.055  1.860  715.95
350-0225-0000  225  232  0.285  0.050  2.080  807.70
350-0250-0000  250  257  0.255  0.045  2.310  921.20
350-0300-0000  300  307  0.215  0.035  2.770  1076.50

Working Temperature:  
-40ºC to +90ºC
Intermittent to:   
+125ºC

Made from premium foodgrade ether Pre-PUR 
polyurethane, reinforced with a spring steel 
wire helix.
Wall Thickness: 0.7mm approx.
Applications:  suction and transport hose for 
abrasive materials including food products, 
e.g. powders, granulates, seeds, grain, etc. 
Also suitable for liquid media.
•  Food grade wall (refer to Tech Sheet)
•  Permanently anti-static wall, <10 9Ω
•  Good resistance to microbes and hydrolysis
• Wire spiral reinforcement can be earthed
• Good resistance to oil, petrol and chemicals
• High tensile strength and tear resistance
• Smooth bore, optimised flow  
   (observe direction of flow arrow)
•  Small bend radius
• Excellent low temperature flexibility
Use clamp type 212/212EC/216  
(refer to page 1413).

Tech Sheet 
10394

Made from premium foodgrade ether Pre-PUR 
polyurethane, reinforced with a spring steel 
wire helix.
Wall Thickness:  0.6mm approx.
Applications:  suction and transport hose for 
abrasive materials including food products e.g. 
powders, granulates etc.
Also suitable for gaseous media and liquids.
•  Food grade wall (refer to Tech Sheet)
•  Lightweight, high abrasion resistance
•  High tensile strength and tear resistance
•   Optimised flow (observe direction of flow 

arrow)
•  Small bend radius
•  Good resistance to microbes and hydrolysis
•  Good resistance to oil, petrol and chemicals
•  Wire spiral reinforcement can be earthed
Use clamp type 212/212EC  
(refer to page 1413)
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