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AIRDUC TPE 363
Tough, medium/heavy-duty ducting made 
from special high temperature TPE compound, 
reinforced with a spring steel wire helix.
Wall Thickness:  0.8mm approx.
Applications:  suction and transport hose for 
hot, abrasive materials, e.g. dust, powder, 
granules and fibres, as well as steam and 
fumes. Suitable for hot air/UV/IR drying, 
printing machines, especially textile, laundry, 
paper and pulp industries.
• Excellent abrasion resistance
• Excellent low/high temperature range
• Good resistance to oil, petrol and chemicals
• Good resistance to alkalis and acids
• Smooth bore
• Wire spiral reinforcement can be earthed
• Small bend radius
Use clamp type 212/212EC  
(refer to page 1413).

Working Temperature:
-40ºC to +125ºC
Intermittent to:  +150ºC

Tech Sheet 
20019

Medium/Heavyweight,  
Black, 0.8mm Wall, Suction & Delivery, 10 Metres

0392
      

363-0038-0000  38 46 0.740  0.175  0.290  366.35
363-0050-0000  50 58 0.565  0.150  0.370  386.65
363-0065-0000  65 73 0.440  0.100  0.490  443.25
363-0075-0000  75 83 0.380  0.080  0.560  492.35
363-0100-0000  100  108  0.290  0.050  0.740  634.70
363-0125-0000  125  133  0.230  0.035  0.910  793.15
363-0150-0000  150  158  0.195  0.035  1.100  929.60
363-0200-0000  200  208  0.145  0.025  1.440  1264.90
363-0250-0000  250  258  0.115  0.020  1.810  1626.60

High Temperature Ducting

Working Temperature:  
-40ºC to +125ºC
Intermittent to:   
+150ºC

Working Temperature:  
-40ºC to +125ºC
Intermittent to:   
+150ºC

AIRDUC HT-PUR 351
Durable, medium/heavyweight ducting made 
from special high-temperature Pre-PUR 
polyurethane, reinforced with a spring steel 
wire helix.
Wall Thickness:  1.0mm approx.
Applications:  suction and transport hose for 
hot, abrasive materials, e.g. dust, powder, 
granules, fibres, liquid and fumes. Suitable for 
industrial vacuum cleaners, printing machines, 
blowers, textile and paper industries.
• Excellent abrasion resistance
• Excellent low/high temperature range
• Good resistance to oil, petrol and chemicals
• Wire spiral reinforcement can be earthed
• Smooth bore, optimised flow  
   (observe direction of flow arrow)
• High tensile strength and tear resistance
• Good resistance to UV and ozone
Use clamp type 212/212EC  
(refer to page 1413).

Tech Sheet 
10393

Medium/Heavyweight, Black 1mm Wall,  
High Temperature, 10 Metres

0392
      

351-0050-1015  50 58 1.465  0.365  0.410  436.85
351-0065-1015  65 73 1.135  0.255  0.530  497.55
351-0075-1015  75 84 0.985  0.195  0.640  552.60
351-0100-1015  100  109  0.745  0.120  0.970  713.10
351-0125-1015  125  134  0.600  0.085  1.200  890.25
351-0150-1015  150  159  0.500  0.075  1.520  1043.85
351-0200-1015  200  209  0.375  0.055  2.000  1419.90

Other size & length options are available for 
all hoses shown here - please enquire

PROTAPE TPE 320

Tech Sheet 
68737

Lightweight, Black, 0.4mm Wall,  
Suction & Delivery, 10 Metres

0392
      

320-0050-0000  50 58 0.235  0.105  0.230  318.30
320-0060-0000  60 68 0.195  0.090  0.260  346.70
320-0070-0000  70 78 0.170  0.075  0.300  398.00
320-0075-0000  75 83 0.160  0.070  0.330  404.20
320-0080-0000  80 88 0.150  0.065  0.360  415.95
320-0100-0000  100  109  0.120  0.055  0.520  531.50
320-0150-0000  150  159  0.080  0.025  0.760  778.70
320-0180-0000  180  188  0.065  0.020  0.910  930.10
320-0200-0000  200  210  0.060  0.020  1.010  1077.20
320-0250-0000  250  258  0.050  0.015  1.210  1383.10

A premium quality lightweight ducting made from 
special high temperature TPE compound, reinforced 
with spring steel wire helix.
Wall Thickness:  0.4mm approx.
Applications:  for extracting hot dust, powders, 
fibres, etc. Also for hot and cold air, fumes/gases 
including heating, cooling and ventilation 
applications.
• Excellent low/high temperature range
• Wire spiral reinforcement can be earthed
• Highly flexible and compressible
• Small bend radius
• Good resistance to chemicals, acids and alkalis
• Good resistance to oil and petrol
Use clamp type 212/212EC (refer to page 1413).
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