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316 Stainless Steel DIN 2353 
Tube Fittings

Non-Return Valves

L Series, BSPP,  
Flow Towards  
Thread

0291
   

RZ-6L-2RG  6 1/8”  77.05
RZ-8L-4RG  8 1/4”  84.40
RZ-10L-4RG  10 1/4”  99.05
RZ-12L-6RG  12 3/8”  117.35
RZ-15L-8RG  15 1/2”  132.05
RZ-18L-8RG  18 1/2”  172.35
RZ-22L-12RG  22 3/4”  246.40
RZ-28L-16RG  28 1” 333.70
RZ-35L-20RG  35 1.1/4”  480.25
RZ-42L-24RG  42 1.1/2”  678.35

S Series, BSPP, Flow Towards Thread

0291
   

RZ-6S-2RG  6 1/8”  84.40
RZ-8S-4RG  8 1/4”  88.05
RZ-10S-4RG  10 1/4”  102.70
RZ-12S-6RG  12 3/8”  110.00
RZ-14S-8RG  14 1/2”  124.70
RZ-16S-8RG  16 1/2”  150.35
RZ-20S-12RG  20 3/4”  238.30
RZ-25S-16RG  25 1” 304.35
RZ-30S-20RG  30 1.1/4”  440.00
RZ-38S-24RG  38 1.1/2”  593.95

L Series, BSPP,  
Flow Away  
From Thread

0291
   

RV-6L-2RG  6 1/8”  77.05
RV-8L-4RG  8 1/4”  84.40
RV-10L-4RG  10 1/4”  99.05
RV-12L-6RG  12 3/8”  117.35
RV-15L-8RG  15 1/2”  132.05
RV-18L-8RG  18 1/2”  172.35
RV-22L-12RG  22 3/4”  246.40
RV-28L-16RG  28 1” 333.70
RV-35L-20RG  35 1.1/4”  480.25
RV-42L-24RG  42 1.1/2”  678.35

S Series, BSPP, Flow Away From Thread

0291
   

RV-6S-2RG  6 1/8”  84.40
RV-8S-4RG  8 1/4”  88.05
RV-10S-4RG  10 1/4”  102.70
RV-12S-6RG  12 3/8”  110.00
RV-14S-8RG  14 1/2”  124.70
RV-16S-8RG  16 1/2”  150.35
RV-20S-12RG  20 3/4”  238.30
RV-25S-16RG  25 1” 304.35
RV-30S-20RG  30 1.1/4”  440.00
RV-38S-24RG  38 1.1/2”  593.95

All valves supplied with 1 bar cracking pressure unless stated,  
other pressures available on request are 0.2, 0.5, 2.0 & 3.0

L Series,  
Tube x Tube

0700
   

770-0606  6 0.5  83.10
770-0808  8 0.5  94.30
770-1010  10 0.5  115.25
770-1212  12 0.5  126.80
770-1515  15 0.5  150.40
770-1818  18 0.5  188.90
770-2222  22 0.5  251.75
770-2828  28 0.5  322.85
770-3535  35 0.5  440.60
770-4242  42 0.5  662.65

S Series, Tube x Tube

0291
  

RD-6S  6 91.70
RD-8S  8 95.35
RD-10S  10 106.35
RD-12S  12 117.35
RD-14S  14 132.05
RD-16S  16 161.35
RD-20S  20 249.35
RD-25S  25 299.95
RD-30S  30 443.65
RD-38S  38 637.90

Blanking 
Plugs, 
Threaded
BSPP

0291
  

VSTI-2EO  1/8”  11.55
VSTI-4EO  1/4”  12.95
VSTI-6EO  3/8”  15.00
VSTI-8EO  1/2”  19.85
VSTI-12EO  3/4”  27.20
VSTI-16EO  1” 42.60
VSTI-20EO  1.1/4”  45.90
VSTI-24EO  1.1/2”  49.85

Metric

0291
  

VSTI-10M  M10 x 1  12.85
VSTI-12M  M12 x 1.5  13.65
VSTI-14M  M14 x 1.5  14.50
VSTI-16M  M16 x 1.5  15.70
VSTI-18M  M18 x 1.5  16.75
VSTI-20M  M20 x 1.5  19.50
VSTI-22M  M22 x 1.5  21.75
VSTI-26M  M26 x 1.5  28.90
VSTI-27M  M27 x 2  31.00
VSTI-33M  M33 x 2  46.60
VSTI-42M  M42 x 2  54.30
VSTI-48M  M48 x 2  87.30

Blanking 
Plugs

L Series

0291
  

VKA-6L  6 8.00
VKA-8L  8 8.50
VKA-10L  10 9.70
VKA-12L  12 11.55
VKA-15L  15 12.85
VKA-18L  18 16.70
VKA-22L  22 22.80
VKA-28L  28 33.35
VKA-35L  35 53.95
VKA-42L  42 65.45

S Series

0291
  

VKA-6S  6 8.00
VKA-8S  8 8.50
VKA-10S  10 12.25
VKA-12S  12 14.45
VKA-14S  14 12.95
VKA-16S  16 16.30
VKA-20S  20 21.80
VKA-25S  25 28.60
VKA-30S  30 41.90
VKA-38S  38 61.95

Blanking 
Ends

L Series

0291
  

ROV-6L  6 8.95
ROV-8L  8 11.40
ROV-10L  10 15.20
ROV-12L  12 18.05
ROV-15L  15 30.45
ROV-18L  18 42.70
ROV-22L  22 46.25
ROV-28L  28 85.75
ROV-35L  35 80.45
ROV-42L  42 93.65

S Series

0291
  

ROV-6S  6 11.40
ROV-8S  8 15.20
ROV-10S  10 18.05
ROV-12S  12 24.80
ROV-14S  14 30.45
ROV-16S  16 39.75
ROV-20S  20 46.25
ROV-25S  25 82.40
ROV-30S  30 81.20
ROV-38S  38 103.55

Tech Sheet 
10622
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10621
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Tech Sheet 10622Tech Sheet 10621
Tech Sheet 10620

Tech Sheet 10620

Tech Sheet 10619

Stainless Steel 1.4571 Working Temperature:  
-60°C to +400°C (DIN 17 440, AD W 10)
Seal Working Temperature:  
-20°C to +200°C (FPM eg Viton)

Tech Sheet 20352Tech Sheet 20352
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