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Self-retracting Hose Reels

Hose Reel, Series 884
•   Heavy duty hose reel for long and heavy hoses. 

Made of epoxy-coated die-cast aluminium. Ball 
bearings in drum and swivel. Fully protected 
inner mechanisms.

•  Strong, durable and highly corrosion resistant.
•  Smooth hose operation.
•  Adjustable outlet arm minimises friction.
•  Connection hoses are 1 metre long.
•  Hose Type D

Maximum Working Pressure:
1.5MPa (220 psi)

Air & Water

0290
    

30810284  1/2”  20 With Hose  1269.10
30817384  1/2”  30 Without Hose  1347.60
30817484  1/2”  30 With Hose  1693.20
30810384  3/4”  15 Without Hose  1253.45
30810484  3/4”  15 With Hose  1400.95
30810584  1” 10 Without Hose  1624.00
30810684  1” 10 With Hose  1915.55

 •  Hose Type E.

Maximum Working Pressure:
2.5MPa (290 psi)

Water - Food Grade

0290
    

30810884  1/2”  20 With Hose  2088.30
30811284  3/4”  15 With Hose  1700.95
30811484  1” 10 With Hose  2241.70

•  Hose Type I.

Maximum Working Pressure:
20m & 30m hose reels   7.5MPa (1090 psi)
10m & 15m hose reels   5.0MPa (725 psi)

Oil

0290
    

30811784  1/2”  20 Without Hose  1256.90
30811884  1/2”  20 With Hose  2399.30
30813584  1/2”  30 Without Hose  2237.30
30813684  1/2”  30 With Hose  2766.40
30812284  3/4”  15 With Hose  1850.20
30813484  1” 10 With Hose  1567.50

•  Hose Type E for Water-Food Grade 
•  Hose Type I for Oil

Water - Food Grade & Oil

0290
    

30812184  3/4”  15 Without Hose  1525.15
30813384  1” 10 Without Hose  1396.25

Maximum Working Pressure:
5MPa (725 psi)

Diesel

0290
    

30814584  3/4”  15 Without Hose  2442.45

•  Hose Type G

Maximum Working 
Temperature:
150ºC

Maximum Working 
Pressure:
25MPa (3625 psi)

High Pressure Water

0290
    

30811584  3/8”  25 Without Hose  1477.95
30811684  3/8”  25 With Hose  2498.65

•  Hose Type J.

Maximum Working 
Pressure:
35MPa (5075 psi)

Grease

0290
    

30813284  1/4”  25 With Hose  2766.40

Hose Reel, Series 881
•   The vacuum hose reel facilitates the handling 

of long and heavy vacuum hoses, and provides 
tidy and safe storage when they are not in use. 
Keeps hoses out of the way of forklifts and mobile 
workshop equipment. Separate suspension 
brackets make mounting of the reel simple and safe.

•  Antistatic reel and vacuum hose.
•  Supplied with automatic damper.
•  Integrated micro-switch.
•  Delivered without connection hose.
•  Maximum suction: 45kPa (psi).
•  Hose Type L.

Vacuum Cleaning

0290
    

30804981  - 10 Without Hose  2224.35
30805081  1.1/2”  10 With Hose  2150.95
30804881  2” 10 With Hose  2150.95

Hose Reel, Series 
886 Ex Approved
•   Series 886 Ex is a hose reel with large hose 

capacity for heavy duty industrial use. It is 
constructed for environments where high 
hygiene and corrosion resistance is required. 
All components are made of stainless steel and 
conductive composite material. Approved for use 
in zones 1, 2 and 22 in accordance with ATEX 
94/9/EC, equipment group II, category 2G D.

•  Connection hoses are 1 metre long.
•  Hose Type M.

Maximum Working Pressure:
2.0MPa (295 psi)

Ex Approved

0290
    

30804886  3/4”  15 With Hose  5642.95
30804686  1/2”  25 With Hose  5642.95

Tech Sheet 
20369

Tech Sheet 
20368

Tech Sheet 
20367
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