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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

•  Reduced recoil speed can be 
adjusted on site 

•  Constructed in heavy duty stainless steel 
• Twin pedestal design 
• Full width roller guide assembly 
• Optional pivoting wall brackets 
• +90°C working temperature 
• 3,000 psi (200 bar) working pressure 
• 400 and 600 bar upgrades available 
• Ribbed side arms for extra rigidity 
• Externally mounted swivel assembly
•  Latching of hose assembly at any 

desired length

• Long term spare parts availability 
•  Supplied as a bare reel  

(hose at extra cost) 
• 12 month manufacturer’s warranty 
• Also available as 1” version 

Hose Reels

Hi-Vis Powder-coated Steel
•  Constructed in heavy-duty powder coated 

mild steel
• Twin pedestal design
• Full width roller guide
•  Optional pivoting wall brackets also available
•  Choice of floor, wall or ceiling mount positions
•  1,160 psi (80 bar) and 3,000 psi (200 bar)  

working pressure
• Durable nylon bearing assemblies
•  Various optional hose assemblies  

available on request
• 12 month manufacturer’s warranty

Tech Sheet 
68104

Spring Rewind

0521
      

HR-AV1000FE  1/2” Male  1/2” Female  12-15  13 200  381.50
HR-AV1100FE  1/2” Male  1/2” Female  18-20  13 200  429.45
HR-AV3500FE  1/2” Male  1/2” Female  30-35  13 200  781.35
HR-AV3501FE  1” Male  3/4” Female  18-20  19 80 813.35
HR-AV3502FE  1” Male  3/4” Female  22-25  19 80 1005.30

304 Stainless Steel

Maximum Working 
Temperature:
+90°C

Maximum Working 
Pressure:
200 bar

Spring Rewind

0521
      

HR-AV1000  1/2” Male  1/2” Female  12-15  13 200  685.45
HR-AV1100  1/2” Male  1/2” Female  18-20  13 200  717.40
HR-AV3500  1/2” Male  1/2” Female  30-35  13 200  973.25
HR-AV3501  1” Male  3/4” Female  18-20  19 80 1085.25
HR-AV3502  1” Male  3/4” Female  22-25  19 80 1197.20

Powder-coated Steel
• Reduced recoil speed can be adjusted on site 
• Constructed in heavy-duty powder-coated mild steel 
• Twin pedestal design 
• Full width roller guide assembly 
• Optional pivoting wall brackets
• +90°C working temperature
• 3,000 psi (200 bar) working pressure 
• 400 and 600 bar upgrades available 
• Ribbed side arms for extra rigidity 
• Externally mounted swivel assembly 
•  Latching of hose assembly at any desired length 
•  Long term spare parts availability
•  12 month manufacturer’s warranty 
• Supplied as a bare reel (hose at extra cost)
• Also available as 1” version

Tech Sheet 
68102

AV Slow Retraction, Spring Rewind

0521
      

HR-AV1000FEBK  1/2” Male  1/2” Female  12-15  13 200  719.85
HR-AV1100FEBK  1/2” Male  1/2” Female  18-20  13 200  917.25
HR-AV3500FEBK  1/2” Male  1/2” Female  30-35  13 200  1100.65
HR-AV3501FEBK  1” Male  3/4” Female  18-20  19 80 1131.10
HR-AV3502FEBK  1” Male  3/4” Female  22-25  19 80 1353.50

304 Stainless Steel Tech Sheet 
68105

AV Slow Retraction, Spring Rewind

0521
      

HR-AV1000BK  1/2” Male  1/2” Female  12-15  13 200  1059.75
HR-AV1100BK  1/2” Male  1/2” Female  18-20  13 200  1140.15
HR-AV3500BK  1/2” Male  1/2” Female  30-35  13 200  1399.45
HR-AV3501BK  1” Male  3/4” Female  18-20  19 80 1390.10
HR-AV3502BK  1” Male  3/4” Female  22-25  19 80 1498.55

Tech Sheet 68124

Pivoting Wall Brackets

0521
  

HR-ST15  HR-AV1000 & HR-AV1000BK  95.95
HR-ST20  HR-AV1100 & HR-AV1100BK  95.95
HR-ST30  HR-AV3500, HR-AV3501, HR-AV3502,
 HR-AV3500BK, HR-AV3501BK & HR-AV3502BK  191.95
HR-ST-15-FE  HR-AV1000FE & HR-AV1000FEBK  64.05
HR-ST-20-FE  HR-AV1100FE & HR-AV1100FEBK  64.05
HR-ST-30-FE  HR-AV3500FE, HR-AV3501FE, HR-AV3502FE, 
 HR-AV3500FEBK, HR-AV3501FEBK & HR-AV3502FEBK  127.95

Slow Retraction/Safety 
Series Hose Reels

•  Constructed in heavy-duty 304  
grade stainless steel

• Twin pedestal design
• Full width roller guide
•  Optional pivoting wall brackets  

also available
•  Choice of floor, wall or ceiling  

mount positions
•  1,160 psi (80 bar) and 3,000 psi  

(200 bar) working pressure

• Durable nylon bearing assemblies
•  Various optional hose assemblies  

available on request
• 12 month manufacturer’s warranty
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