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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Lever Lock Water Pump 
Couplings

Male Square MZ Flange

Jaymac four bolt hole MZ flange couplings are 
commonly used on a wide range of agricultural 
slurry tankers and spreaders.
Jaymac couplings provide a quick and easy way to 
join many lengths of hose together. 

They are commonly used for the pumping and transfer 
of water in the construction, road maintenance and 
general irrigation industries. They can also be used for 
loading and unloading road tankers.
Interchangeable with:  BAUER.

Tech Sheet 
68126

With Closure Ring, Galvanised
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LLZD-MZLLM89  89 185.35
LLZD-MZLLM108  108  199.50
LLZD-MZLLM133  133  232.60
LLZD-MZLLM159  159  314.10
LLZD-MZLLM194  194  610.95

Female Square MZ 
Flange

Tech Sheet 
68127

With Sealing Ring
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LLZD-MZFF89  89 96.65
LLZD-MZFF108  108  108.60
LLZD-MZFF133  133  157.55
LLZD-MZFF159  159  173.95
LLZD-MZFF194  194  467.90

Lever Closure 
Ring

Galvanised
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LLZD-LLCR2  50 15.35
LLZD-LLCR33  76 25.45
LLZD-LLCR3312  89 38.45
LLZD-LLC4  108  59.50
LLZD-LLCR5  133  67.10
LLZD-LLCR6  159  81.80
LLZD-LLCR8  194  126.75

Male x Male BSPT 
Pipe Thread

With Closure Ring, Galvanised
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LLZD-LLMBSP2  50 2” 32.25
LLZD-LLMBSP212  76 2.5”  40.10
LLZD-LLMBSP33  76 3” 44.75
LLZD-LLMBSP4  108  4” 69.80
LLZD-LLMBSP5  133  5” 116.00
LLZD-LLMBSP6  159  6” 162.55
LLZD-LLMBSP8  194  8” 330.55

Female x Male BSPT 
Pipe Thread

Male Weld End

Ungalvanised
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LLZD-LLMWE33  76 5.20
LLZD-LLMWE3312  89 9.40
LLZD-LLMWE4  108  11.20
LLZD-LLMWE5  133  13.85
LLZD-LLMWE6  159  18.05
LLZD-LLMWE8  194  35.25

Customers who bought from 
this page also purchased…

…see pages 1370-1371Layflat Hose

Maximum Working 
Pressure:
2” to 3.1/2”: 20 bar
4” to 8”: 12 bar

Maximum Working 
Temperature:
+80°C

Galvanised
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LLZD-LLFBSP2  50 2” 32.25
LLZD-LLFBSP212  76 2.5”  40.10
LLZD-LLFBSP33  76 3” 45.75
LLZD-LLFBSP4  108  4” 69.80
LLZD-LLFBSP5  133  5” 116.00
LLZD-LLFBSP6  159  6” 162.55
LLZD-LLFBSP8  194  8” 330.55
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