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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Fire Hose Reels & Accessories

Accessories
Standards: EN 694.
Cover: red, ozone and UV resistant, 
elastomeric rubber/PVC blended.

Reinforcement: textile braids.
Liner:  seamless rubber/PVC.

Working Temperature:
-20ºC to +60ºC

Maximum Working Pressure:
12 bar

Fire Hose

0463
   

FHO1930  19 30 109.10
FHO2530  25 30 139.70

Reel Nozzles

0463
  

FHN1900  19 16.55
FHN2500  25 16.55

Fire Hose Reel

These reels are designed to provide a controlled water 
supply to suppress any possible fire risk involving Class A 
combustible solids.

Either the water  mains or water tanks can be utilised to 
provide  the pressurised supply required.

Manual Fixed, with Hose

0463
   

FHRAMF19  19 30 194.95
FHRAMF25  25 30 285.10

Automatic Fixed, with Hose

0463
   

FHRAAF19  19 30 290.85
FHRAAF25  25 30 326.05

Manual Swivel, with Hose

0463
   

FHRAMS19  19 30 324.20
FHRAMS25  25 30 359.60

Automatic Swivel, with Hose

0463
   

FHRAAS19  19 30 359.80
FHRAAS25  25 30 394.95

Manual Fixed, Reel Only

0463
  

FHROMF19  19 124.15
FHROMF25  25 131.50

Automatic Fixed, Reel Only

0463
  

FHROAF19  19 165.50
FHROAF25  25 172.45

Manual Swivel, Reel Only

0463
  

FHROMS19  19 198.85
FHROMS25  25 206.00

Automatic Swivel, Reel Only

0463
  

FHROAS19  19 234.50
FHROAS25  25 241.40

Tech Sheet 
60138

Manufactured to comply with the stringent requirements 
set out under BS EN 671-1, the hose reels are extremely 
durable and o�er superb performance to the operative. 
The side plates are protected with a polyester powder 
coating that complies with the 240 hour salt spray test 
requirements specified by ISO 9227.

Hose Reel Flow Rates:
•  3/4” – 27 lpm
•  1” – 35 lpm

Fire Hose Reel 
Assembly

All reels come complete with 
wall mounting brackets
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