Pipe & Hose Clamps
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Single Ear Hose Clamp

Tech Sheet
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v APSHM10 M10 1.90
NOR APPC20 20-25 M10 1.90 | APSWM12 M12 1.90
O APPC31 31-38 M10 2.05
APPC40 40-46 M10 2.15 i
> | fods Mg 215 | Constant Tension
AR /rrCs7 5762 MI0 245 | Cla mps
= APPC63 63-66 M10 255
APPC67 67-71 M10 2.55
8 APPC72 72.75 M10 2.60 T3c0h45(l)15et
APPC76 76-81 M10 2.85 . .
. APPC89 89-04 M10 3.00 Stainless Steel, 5mm Band Width
m APPC95 95-102 M10 335
—
APPC108 108-117  M10 4.05 ' @
APPC176 176-182  M12 5.50 .
304 Stainless Steel, SEHC6.5 5 6.5 0.60
Hydraulcs ST | 15.8mm Band Width SEHC7 58 7 0.60
SEHC8 6.8 8 0.60
Hydraulic Fire re;istan.cg- Class B2 . 20406 555 SEHC8.7 7 87 0.60
ggl‘ﬁ)kli’;;'f“e Insulating Lining According to DIN4109 % SEHCO.5 78 95 065
Pa— Max Recommended Load- 200Kg CTC25-45 25 45 925 SEHC105 88 105 0.65
guicl}ﬂelease Working Temperature: CTC32-54 32 54 9.25
oupings _40°C to +100°C CTC45-67 45 67 940 | p————_——
AirPrep, CTC57-79 57 79 9.60 20412
Hedia Nonitr CTC70-92 70 92 9.85
CTC83-105 83 105 10.25
KELV™ . CTC95-117 95 17 10.40
mamais | EPDM Rubber Lined, M8/M10 CTc108-130 108 130 10,60
— CTC121-143 121 143 10.85
e 9 Eg CTC133-155 133 155 11.20
Equipment CTC146-168 146 168 11.45
APIPC14 1519 M10 2.20 | CTC159-181 159 181 11.80
Valves APIPC20 20-25 M8 230 | CTC172-193 172 193 12.15
APIPC26 26-30 M10 245 | CTC184-206 184 206 14.00
Ring Man APIPC32 32-36 M10 2.55 | cT1C197-219 197 219 14.65
Systems APIPC40 38-43 M10 3.00 | cTC210-232 210 232 15.50
APIPC48 47-51 M10 3.15
APIPC54 53-58 M10 335
Adaptors H
s | APIPCSS 6064 s :0 | Easy Grip Hose Clamp Stainless Steel, 7mm Band Width
APIPC68 66-70 M10 4.10
Stainless APIPC72 74-79 M10 435 T @
ech Sheet
Steel APIPC82 79-85 M10 445 20410 5
APIPC88 87-92 M10 7.00
SEHC11.3 96 113 0.65
Malesble | APIPC108 107-113  M10 6.05 SEHCT1 o 100 Mo 065
on APIPC112 113-118 M10 7.05 SEHCT23 106 123 070
how APIPC137 138143 M10 7.40 SEHCI133 108 133 070
g APIPC159 159-165  M10 8.20 | Steel, SEHC14 s 14 0.80
ouplings = . . .
APIPC164 165-175  M10 830 [ 9mm Band Width SEHC145 5 145 0.80
Fire resistance- Class B2 i) SEHC15.3 128 153 0.80
Insulating Lining According SEHC16.2 13.7 16.2 0.85
to DIN4109 SEHC17.5 15 175 0.85
Sprays EGHC8-12 8 12 0.85 | SEHC185 153 185 0.85
EGHC10-16 10 16 085 | SEHC19.2 16 19.2 0.85
Blow Guns, EGHC12-20 12 20 085 | SEHC226 194 226 0.95
Vacuum & . EGHC16-25 16 25 0.90 | SEHC23.5 20.4 23.6 0.95
Nozs Rapid EPDM Rubber EGHC20-32 20 32 090 | SEHC24.1 209 24.1 0.95
Presure s, Lined, M8/M10 EGHC25-40 25 40 095 | SEHC27.1 239 27.1 115
friichet EGHC32-50 32 50 1.05 | SEHC32.1 289 32.1 1.40
: ' @ EGHC35-45 35 45 1.05 | SEHC34.6 314 346 1.40
pollcriet EGHC40-60 40 60 110 | SEHC41 37.8 41 155
Equipment [ APRC13 14-16 2.25 | EGHC50-70 50 70 1.15 | SEHC42.5 39.3 425 1.55
— APRC20 20-24 245 | EGHC60-80 60 80 130 | SEHC44 40.8 44 1.55
Hardware | APRC25 25-28 245 | EGHC70-90 70 90 140 | SEHC51.5 483 515 1.65
&PPE APRC52 54-57 325 | EGHC80-100 80 100 1.55 | SEHC63.5 60.3 63.5 1.95
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