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Wall or Ceiling Mounted Pipe Clips

BSF Clip

0713
   

38671  M8-M10  13-17.5  5.65
38672  M8-M10  21-25.5  5.65
38673  M8-M10  26.5-30.5  6.15
38674  M8-M10  33.5-38.5  6.15
38675  M8-M10  41.5-47  6.60
38676  M8-M10  48-54  6.80
38677  M8-M10  56-62.5  6.80
38678  M8-M10  62.5-69.5  7.70
38679  M8-M10  69.5-76.5  7.70
38680  M8-M10  77.5-84  7.70
38681  M8-M10  85-92.5  7.85
38682  M8-M10  93-100.5  12.40
38683  M8-M10  101.5-110  12.40
38684  M8-M10  110-117.5  14.00
38685  M8-M10  119.5-127.5  17.90
38686  M8-M10  127.5-133.5  18.25

•  BSI clips are rubber lined universal clips for  
mounting pipes to the wall or ceiling

Advantages:
• Fitted with two bolts with anti-loss ring
• Bolt with slot and cross head
•  Reinforcement grooves ensure that  

BSI clips maintain their shape
• Noise suppression up to 17dB(A)
• Electrolytically zinc plated

Tech Sheet 
68173

BSI, EPDM Rubber Lined
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39000  M8-M10  12-14  2.10
39001  M8-M10  15-19  2.55
39002  M8-M10  20-25  2.70
39003  M8-M10  26-30  2.85
39004  M8-M10  32-36  3.05
39005  M8-M10  38-43  3.30
39006  M8-M10  44-49  3.45
39007  M8-M10  50-55  3.50
39008  M8-M10  56-61  3.60
39009  M8-M10  62-67  4.25
39010  M8-M10  68-73  4.50
39011  M8-M10  75-80  4.75
39012  M8-M10  82-86  4.95
39013  M8-M10  87-92  5.95
39014  M8-M10  95-102  5.80
39015  M8-M10  108-116  6.45
39016  M8-M10  121-127  9.25
39017  M8-M10  131-141  10.00
39018  M8-M10  159-163  11.35
39019  M8-M10  165-168  11.70
39020  M8-M10  192-202  14.95
39022  M8-M10  210-220  16.20

•  BSU clips are designed for mounting  
steel pipes to the wall or ceiling

Advantages:
• With retaining ring
• Close fitting possible
• Bolt with slot and cross head
• Suitable for high loads and temperatures
• Electrolytically zinc plated

Tech Sheet 
68177

BSU, Unlined
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38270  M8-M10  15-18  2.00
38271  M8-M10  20-25  2.05
38272  M8-M10  26-30  2.10
38273  M8-M10  32-36  2.25
38274  M8-M10  38-43  2.50
38275  M8-M10  44-49  2.90
38276  M8-M10  56-61  3.15
38277  M8-M10  75-80  4.20
38278  M8-M10  87-92  4.50
38279  M8-M10  108-116  5.60
38282  M10-M12  108-116  6.75
38283  M10-M12  131-141  7.60
38284  M10-M12  165-169  9.15

•  Stainless steel universal clips with rubber  
strips for mounting pipes to the wall or ceiling

•  For use in situations where stainless steel  
mounting material is desired or required,  
such as food processing facilities,  
laboratories, the chemical industry, etc.

Advantages:
• Suitable for short-distance mounting
• Noise suppression up to 17dB(A)
• Electrolytically zinc plated

Tech Sheet 
68175

BRS-A, EPDM Rubber Lined, Stainless Steel
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38451  M8-M10  12-14  12.45
38452  M8-M10  15-19  12.85
38453  M8-M10  20-25  13.40
38454  M8-M10  26-30  14.00
38455  M8-M10  32-36  14.70
38456  M8-M10  38-43  15.05
38457  M8-M10  44-49  15.45
38458  M8-M10  50-55  16.15
38459  M8-M10  56-61  16.55
38460  M8-M10  62-67  19.40
38461  M8-M10  68-73  20.30
38462  M8-M10  75-80  20.90
38463  M8-M10  82-86  21.55
38464  M8-M10  87-92  22.20
38465  M8-M10  95-102  26.20
38466  M8-M10  108-116  30.65
38467  M8-M10  121-127  32.75
38468  M8-M10  131-141  34.50
38469  M8-M10  159-163  38.00
38470  M8-M10  165-169  39.65
38471  M8-M10  192-202  57.90
38473  M8-M10  210-220  59.35

Pipe Clips & Fixing Systems

Advantages
• With retaining ring
• Close fitting possible
• Suitable for high loads and temperatures
• Electrolytically zinc plated

Working Temperature:
-40ºC to +120ºC

Working Temperature:
-40ºC to +120ºC
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