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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Air Movers
NOTE:  BR-AM35 shims not required.
BR-AM75 Spare shims available.

Standard Fixed Gap Air Movers, 
BSPP

0119
   

BR-AM10  1/8”  72 88.70
BR-AM20  1/4”  79 148.40
BR-AM35  3/8”  80 176.30
BR-AM40  3/8”  80 205.40
BR-AM75  1/2”  80 468.05

Strip Air Movers, BSPP

0119
   

BR-SE150  150  1/4” 229.25
BR-SE300  300  1/4” 298.05
BR-SE450  450  1/4” 373.60
BR-SE600  600  1/4” 439.35

Spare Shims

0119
   

BR-SH10/1.5  BR-AM10  1.5  2.40
BR-SH10/2  BR-AM10  2 2.40
BR-SH10/3  BR-AM10  3 2.40
BR-SH20/1.5  BR-AM20  1.5  3.00
BR-SH20/2  BR-AM20  2 3.00
BR-SH40/1.5  BR-AM40  1.5  3.80
BR-SH40/2  BR-AM40  2 3.80
BR-SH40/3  BR-AM40  3 3.80

Universal Connector Joints

0119
  

BR-AM20UJ  1/4”  46.85
BR-AM40UJ  3/8”  26.70

Magnetic Base

0119
 

BR-MAGNETICBASEM  56.05

Adjustable Air Movers
NOTE:  Shims not applicable.

Aluminium Alloy, BSPP

0119
   

BR-AM10A  1/8”  73 98.60
BR-AM20A  1/4”  79 167.70
BR-AM35A  3/8”  80 198.25
BR-AM60A  3/8”  80 545.70
BR-AM75A  1/2”  80 554.85

Stainless Steel BSPP

0119
   

BR-SS60A  3/8”  80 818.55
BR-SS75A  1/2”  81 1041.85

Blow Guns

Trigger Action, BSPP

0119
  

BR-AG32LC  1/4”  141.85

Air Movers
Brauer airmovers have many uses such as: drying wet surfaces, blowing o� and cleaning mechanical parts, cooling moulds, fume extraction and venting tanks.
Material:  Zinc Alloy     Standard Gap: 0.05mm, 0.15mm for AM125     DBA quoted at: 5.5 bar.

Tech Sheet 
2046

Strip Airmovers produces a curtain of air along the 
length of the application. The strip airmover uses 
the same Coanda e�ect utilised in our other air 
amplifiers. No moving parts - Compressed air from a 
local production line source can be utilised - Output 
volumes almost 20 times higher.
Highly efficient - significant compressed air savings 
can be achieved with short investment paybacks - 
low noise levels - stainless steel options.
Manufactured in any length from a combination or 
our standard sizes.
Material: Aluminium/Zinc Plated Steel
Standard Gap: 0.05-0.10mm
DBA at:  5.5 bar is 80
Shims:  Not Required
Standard Inlet Thread: 1/4” BSPP

Tech Sheet 
10790

Tech Sheet 
10793

Tech Sheet 
20370

Tech Sheet 
20371

Tech Sheet 
20374

www.hydraquip.co.uk


