Hydraulic Hose Range
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Oil Return/Fuel Hose SAE 100R6

100R6 Hose Construction:
« Inner tube: oil resistant synthetic rubber ( NBR)

+ Reinforcement: 1 single textile yarn braid
+ Outer cover: oil and weather resistant synthetic rubber

Application:
- Low pressure hydraulic applications, for use with
push style fittings. See page 45

Specification: Recommended Fluids:

(%]
. SAE100 R6, exceeds EN854 + Hose suitable for petroleum based hydraulic oil and L
water-glycol based fluids, air and water =]
©
. . S
Working Temperature: Available per Tmtr o
-40°C to +100°C. b
T
-
. Hydrauli
50 Metre Coils, Black SRS
Hydraulic
= PEREE
mn (bar | ’/ Couplings
100R6-04-50 1/4" 135 28 65 112 176.40 //// Pneumatic
100R6-05-50 5/16" 15.1 28 75 112 235.25 \ Quickelese
100R6-06-50 3/8" 16.7 28 75 112 27775 \\\\ | coemnes
100R6-08-50 1/2" 20.6 28 100 112 380.40 AirPrep,
100R6-10-50 5/8" 2338 24 125 98 473.90 i, Nonitr
. KELM™
25 Metre Coils, Black Pneumatics
0 m [ ] £ Pneumatic
mm (bar | &Vacuum
Equipment
100R6-12-25 3/4" 27.8 21 150 84 285.40
100R6-16-25 1" 325 20 205 80 371.80 Valves
Ring Main
Systems
Adgp_rors
50 Metre Coils, Red &Fittings
-] 2B (2 4 0
mm m (/// eel
100R6-04-R-50 1/4" 135 28 65 112 176.40 ///// Malleable
100R6-06-R-50 3/8" 16.7 28 75 112 277.75 N Iron
100R6-08-R-50 1/2" 20.6 28 100 112 380.40 \\\\
Hose,
Tubing &
Couplings
Clamps
, &Clips
0 @ | Sprays &
! Adhesives
100R6-12-R-25 3/4" 27.8 21 150 84 285.40 Blow Guns,
100R6-16-R-25 1" 325 20 205 80 371.80 Vacuum &
Nozzles
Pressure Wash,
Fuelling &
Lubrication
Air Tools &
Compressor
Equipment
Tools,
Hardware
&PPE

HYDRAQUIP »

HOSEAHYDRAULICS
www.hydraquip.co.uk



