CETOP Directional
Control Valves
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CETOP 3, Single Solenoid

Max Flow Rate: 80 I/min
Viscosity 2.8-100 mm  ?/s
1SO 4401 Size 3

DIN 24340 Size 6
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Qureese | 2 Position, All Ports Closed, Spring Offset to Centre 2 Position, Spring Offset, Open Transient
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R 1010-1047 ADC 3 2EY/RX14/ACT110N9K 110V AC 115.50 1010-1045 ADC 3 2CY/RX14/AC110N9K 110V AC 115.50
e s | 1010-1046 ADC 3 2EY/RX14/DC24N9K 24V DC 11550 | 1010-1044 ADC 3 2CY/RX14/DC24N9K 24y DC 115.50
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2 Position, All Ports Open, Spring Offset to Centre 2 Position, Spring Offset End to End
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Stzg “ 1010-1000 ADC 3 2HY/RX14/ACT10N9K 110V AC 115.50 1010-1002 ADC 3 2DY/RX14/AC110N9K 110V AC 115.50
1010-1001 ADC 3 2HY/RX14/DC24N9K 24V DC 115.50 1010-1003 ADC 3 2DY/RX14/DC24N9K 24V DC 115.50
Malleable 1010-1059 ADC 3 2HY/RX14/DC12N9K 12V DC 115.50 1010-1058 ADC 3 2DY/RX14/DC12N9K 12V DC 115.50
Iron
Hose,
Tubing &
Couplings
Clamps
&Clips .
You might also need...
Sprays &
Adhesives
Blow Guns, - e e —
Vacuum &
=t | AamiEnA
Preslfure Wash,
Fuelling & M
Lubrication C ETO P 3 M a n IfO | d
Air Tools &
Compressor
Equipment
ook, ...on page 291
Hardware
&PPE
286 HYDRAQUIP

HOSEAHYDR

ULICS

www.hydraquip.co.uk



