
289

A
B

P
T

a

Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

289

1.
 H

yd
ra

ul
ic

s

Page Tech Sheet 10683

CETOP Directional 
Control Valves

CETOP 5, Double Solenoid
Max Flow Rate: 120 l/min
Viscosity 2.8-100 mm 2/s
ISO 4401 Size 5
DIN 24340 Size 10
IP65 

Working Temperature:
-20°C to +70°C

Maximum Working Pressure:
315 bar

3 Position, All Ports Open, Spring Centred

0451
   

1010-1070  ADC 5 3HY/RX14/DC24N9K  24V DC  242.90
1010-1067  ADC 5 3HY/RX14/DC12N9K  12V DC  277.45

3 Position, All Ports Closed, Spring Centred

0451
   

1010-1017  ADC 5 3EY/RX14/AC110N9K  110V AC  242.90
1010-1018  ADC 5 3EY/RX14/DC24N9K  24V DC  242.90
1010-1065  ADC 5 3EY/RX14/DC12N9K  12V DC  242.90

3 Position, A, B & T Connected, Spring Centred
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1010-1019  ADC 5 3JY/RX14/AC110N9K  110V AC  242.90
1010-1020  ADC 5 3JY/RX14/DC24N9K  24V DC  242.90
1010-1068  ADC 5 3JY/RX14/DC12N9K  12V DC  242.90

3 Position, P & T Connected A & B Blocked, Spring Centred
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1010-1056  ADC 5 3GY/RX14/AC110N9K  110V AC  277.45
1010-1021  ADC 5 3GY/RX14/DC24N9K  24V DC  277.45
1010-1066  ADC 5 3GY/RX14/DC12N9K  12V DC  179.85

2 Position, Detented
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1010-1055  ADC 5 2DD/RX14/AC110N9K  110V AC  259.60
1010-1054  ADC 5 2DD/RX14/DC24N9K  24V DC  259.60
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