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Hydraulic Directional 
Control Valves

CETOP 3 Single Solenoid Directional Control Valves
Max flow rates up to 80 l/min.
Mounting Interface.
ISO 4401 Size 3.
ANSI/B93.7M Size 3.
CETOP RP6SH Size 3.
DIN 24340 (NG6).

Temperature Limits:
Min -20°C (-4°F)
Max +70°C (+150°F)

Maximum Working Pressure:
350 bar (5075 psi)
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2 Position, All Ports Open, Spring O�set End to Centre
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859160  24V DC  DG4V 3 0B M U H7 60  118.15
859195  110V AC  DG4V 3 0B M U A6 60  118.15
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2 Position, All Ports Open, Spring O�set End to Centre, 
Water Resistant Override
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869951  12V DC  DG4V 3 0B H M U G7 60  169.40
870804  24V DC  DG4V 3 0B H M U H7 60  169.40
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2 Position, Spring O�set End to End
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529762  24V DC  DG4V 3 2A M U H7 60  118.15
529763  110V AC  DG4V 3 2A M U A6 60  118.15
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2 Position, Spring O�set End to End,  
Water Resistant Override
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869959  12V DC  DG4V 3 2A H M U G7 60  169.40
870221  24V DC  DG4V 3 2A H M U H7 60  169.40
871358  110/120V 50/60Hz  DG4V 3 2A H M U B6 60  169.40
871505  220/240V 50/60Hz  DG4V 3 2A H M U D6 60  169.40

Other voltages are available. Please contact Business Development Team for more details.

Working Temperature:
-20°C (-4°F) to +70°C (+150°F)
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