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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

054 Series

Couplings

Male Thread, BSPT

0493
   

054CVMT14BNN  1/4”  59 19.20
054CVMT38BNN  3/8”  60 19.20
054CVMT12BNN  1/2”  54 22.80

Female Thread, BSPP

0493
   

054CVFP14BNN  1/4”  54 18.55
054CVFP38BNN  3/8”  54 20.15
054CVFP12BNN  1/2”  56 22.80

Hose Tail

0493
   

054CVHT06BNN  6mm (1/4”) 70 23.40
054CVHT08BNN  8mm (5/16”)  70 23.40
054CVHT10BNN  10mm (3/8”) 69 23.40
054CVHT13BNN  13mm (1/2”) 69 23.40

Plugs

Male Thread, BSPT

0493
   

054PNMT14SXN  1/4”  41 3.95
054PNMT38SXN  3/8”  41 3.95
054PNMT12SXN  1/2”  47 4.20

Female Thread, BSPP

0493
   

054PNFP14SXN  1/4”  41 3.95
054PNFP38SXN  3/8”  41 3.95
054PNFP12SXN  1/2”  41 5.40

Hose Tail

0493
   

054PNHT06SXN   6mm (1/4”) 51 3.90
054PNHT08SXN  8mm (5/16”)  51 3.95
054PNHT10SXN  10mm (3/8”) 51 3.95
054PNHT13SXN  13mm (1/2”) 51 6.20

Back body:  
Brass (MS 58) nickel plated.
Valve body:   
Steel hardened, nickel plated.
Sleeve:  Steel hardened, nickel plated.
Spring and locking ring:   
Stainless steel 301.
Locking balls:  Stainless steel 301.
Seals:  Nitrile.

Working Temperature:
-20°C to +100°C

Maximum Working 
Pressure:
35 bar 

Plug body:  Steel nickel plated.
Interchangeability:  
Interchangeable with the Rectus 17 
series and standard Schrader NW5.
Application:   
General purpose pneumatic coupling 
for garages and workshops with above 
average flow performance for liquid 
and gaseous media.

Actual Size
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