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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Series 20KA

Couplings

Male Thread, BSPP

2010
    

20KAAM05MPN  M5 9 26 25.45
20KAAW10MPN  1/8”  11 28 26.75

Female Thread, BSPP

2010
    

20KAIM05MPN  M5 9 26 25.45
20KAIW10MPN  1/8”  12 28 26.75

Hose Tail

2010
   

20KATF03MPN  3 35 27.90
20KATF04MPN  4 35 27.90
20KATF05MPN  5 35 48.95

Panel Mount, Quick Fit Tube Connection

2010
    

20KAKS04MPN  3 x 4  12 45 49.25
20KAKS06MPN  4 x 6  12 45 50.10

Panel Mount, Standard Hose Tail

2010
    

20KATS03MPN  3 12 51 48.25
20KATS04MPN  4 12 51 48.25

Male Thread, BSPP

2010
    

20SFAM05MXN  M5 7 18 9.55
20SFAW10MXN  1/8”  11 20 9.55

Hose Tail

2010
   

20SFTF03MXN  3 24 6.95
20SFTF04MXN  4 24 6.95
20SFTF05MXN  5 24 6.95

Quick Fit Tube Connection

2010
    

20SFKO04MXN  3 x 4  7 25 8.10
20SFKO05MXN  3 x 5  7 25 8.10

Panel Mount, Quick Fit  
Tube Connection

2010
    

20SFKS06MXN  3 x 6  12 38 21.30

Panel Mount, Standard Hose Tail

2010
    

20SFTS03MXN  3 12 45 19.90

Quick Fit Tube Connection

2010
    

20KAKO04MPN  3 x 4  9 34 29.60
20KAKO06MPN  4 x 6  9 34 44.95

Female Thread, BSPP

2010
    

20SFIM05MXN  M5 7 17 9.55
20SFIW10MXN  1/8”  12 19 9.55

Page Tech Sheet 506

Interchangeability:  
Rectus 91, Walther 06-003
Flow Rate:  
165 L/Min

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static  
Working Pressure:
PB 35 bar (500 psi)

Material:  
Brass nickel plated, Buna seal (standard series coupling)
Application:  
General purpose pneumatic coupling, medical, dental,  
robotics, instrumentation Actual Size

Other materials, seals and finishes available on request, please contact our technical department for further details.

Plugs
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