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Hydraulics

Hydraulic 
Quick Release 
Couplings
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Page Tech Sheet 68771
Working  
Temperature:
-10°C to +80°C

Working Pressure:
0 to 17 bar

Schrader Couplings & Plugs

Features:  
•  Twist-lock action  
•  Wide choice of adaptors  
•  Non-whip  
•  Rugged design

Application:
Twist-lock units are designed for single-handed connection  
and disconnection. A twist on the cap will release the adaptor  
and the air line will automatically reseal. When coupled, the check 
unit allows the adaptors to swivel, to eliminate kinking of the hose.

Standard Duty 
Couplings

Heavy Duty Couplings

Male Thread,  
BSPT

4801
   

9793D-12  1/4”  55 31.45
9792D-12  3/8”  55 31.45

Female Thread,  
BSPP

4801
   

8952DL-12  1/4”  45 30.45

Standard Duty Plugs

Heavy Duty Plugs

Male Thread,  
BSPT

4801
   

8051B-11  1/8”  42 19.60
8050B-11  1/4”  44 6.15

Hose Tail

4801
   

8787-11  6mm (1/4”)  57 6.00
9750-11  8mm (5/16”)  57 6.00
8788-11  10mm (3/8”)  57 6.00

Female Thread,  
BSPP, Non-whip

4801
   

9031  1/4”  55 30.50

Female Thread,  
BSPP

4801
   

1054EL-12  1/4”  58 55.10
1095EL-12  3/8”  58 56.00
1461EL-12  1/2”  58 56.00
1462EL-12  3/4”  63 63.00

Male Thread,  
BSPT

4801
   

8624B-11  1/4”  48 19.85
9739-11  3/8”  48 8.80
8807-11  1/2”  54 8.80

Male Thread,  
BSPP

4801
   

1462B-11  3/4”  55 39.55

Female Thread,  
BSPP

4801
   

1261L-11  1/4”  43 26.75
1096B-11  3/8”  47 8.75

Hose Tail

4801
   

1097-11  10mm (3/8”)  71 10.55
1098-11  12mm (1/2”)  71 8.80

Female Thread,  
BSPP, Non-whip

4801
   

9042  3/8”  57.5  58.35

Female Thread,  
BSPP

4801
   

2047B  1/8”  42 18.80
8278L-11  1/4”  46 6.70
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