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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Euro Profile, Safety Coupling
Main Body Material:  Aluminium

Seals:  NBR

Interchangeability: TST 025 and 026, PREVOST 
ERP07, RECTUS 25 and 26, CEJN 320, JWL 520  
and 530.

Suitable for compressed air and low pressure water

2 Stage Safety Release  
• 1 - Shuts o� air supply and vents air pressure  
• 2 - Disconnects coupler

Air Flow at 6 bar - 1800 L/m (Pressure Drop 0.5 bar)

Tech Sheet 20571

BSPP Male

0433
   

025S08EG13  1/4”  20 29.40
025S08EG17  3/8”  20 29.40
025S08EG21  1/2”  24 29.40

BSPP Female

0433
   

025S08DG13  1/4”  20 29.40
025S08DG17  3/8”  20 29.40
025S08DG21  1/2”  24 29.40

Hose Tail

0433
   

025S08HG06  6 20 29.40
025S08HG08  8 20 29.40
025S08HG10  10 20 29.40

Push Button Carriers

Orion Profile, Safety Coupling
Main Body Material:  Aluminium

Seals:  NBR

Interchangeability:  TST 014 and 022, PREVOST 
ARP06, RECTUS 14 and 22, ARO 210, PARKER 50, 
CEJN 300, ORION 44150, JWL 522 and 532.

Suitable for compressed air and low pressure water

2 Stage Safety Release  
• 1 - Shuts o� air supply and vents air pressure  
• 2 - Disconnects coupler

Air Flow at 6 bar - 1750 L/m (Pressure Drop 0.5 bar)

Working Temperature:
-20°C to +100°C

Maximum Working Pressure:
12 bar

Tech Sheet 20572

BSPP Male

0433
   

022S06EG13  1/4”  20 20.55
022S06EG17  3/8”  20 20.55
022S06EG21  1/2”  24 20.55

BSPP Female

0433
   

022S06DG13  1/4”  20 20.55
022S06DG17  3/8”  20 20.55
022S06DG21  1/2”  24 20.55

Hose Tail

0433
   

022S06HG06  6 20 20.55
022S06HG08  8 20 20.55
022S06HG10  10 20 20.55

Working Temperature:
-20°C to +100°C

Maximum Working Pressure:
12 bar

You might also need… You might also need…

Series 
14KA Plugs

Series 
25KA Plugs…on page 429 …on page 450
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