
Professional
Intelligence 
Range

Filter + Regulator + Lubricator

•  Heavy duty 
•  40 micron filter as standard,  

5 micron filter available on request
•  Auto drain as standard, manual drain  

available on request
•  Metal construction
•  Metal bowl guard as standard

Working Temperature:
-10°C to +60°C

Maximum Working Pressure:
12 bar

Supplied with Mounting Bracket & Gauge, 0-12 bar, BSPP

0475
   

DC200-01-D  1/8”  1700  90.15
DC200-02-D  1/4”  1700  90.15
DC200-03-D  3/8”  1700  90.15
DC400-03-D  3/8”  3500  151.35
DC400-04-D  1/2”  3500  151.35
DC400-06-D  3/4”  3500  151.35
DC600-06-D  3/4”  11000  259.45
DC600-08-D  1” 11000  259.45

Filter Regulator + Lubricator

Supplied with Mounting Bracket & Gauge, 0-12 bar, BSPP

0475
   

DC201-01-D  1/8”  1700  82.65
DC201-02-D  1/4”  1700  82.65
DC201-03-D  3/8”  1700  82.65
DC401-03-D  3/8”  3500  129.05
DC401-04-D  1/2”  3500  129.05
DC401-06-D  3/4”  3500  129.05
DC601-06-D  3/4”  11000  232.80
DC601-08-D  1” 11000  232.80
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