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Hydraulics
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Air Preparation Equipment

Accessories
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040 Series

0020
  

C40.06.00001  Assembly Kit (FR+L)  2.60
C40.05.00106  Air Take-o� (F+L)  15.85
C38.00.00069  Wall Bracket  3.65
C40.02.00114  Plastic Bowl Protector  5.30
C40.02.00106  Spare Filter Element - 5 Micron  10.35
C40.02.00101  Spare Filter Element - 20 Micron  9.95
C40.02.00062  Filter Bowl - Transparent  12.65
C40.03.00082  Lubricator Bowl - Transparent  11.20
C40.03.00084  Lubricator Bowl - Plastic Guard  15.55
C40.03.00050  Suction Pipe (Lubricator)  1.35

Filter: 
Standard element is 
20 Micron. 5 Micron 
available upon request.
Regulator:
Standard is ‘‘relieving’’. 
Standard adjustment is 
0-8 bar.

On request: 
0-4 bar, 0-12 bar. Lock-
down rings are fitted as 
standard on all regulators 
and filter regulators.

050 Series

0020
  

C50.05.00001  Assembly Kit (F+R+L)  9.15
C50.06.00001  Assembly Kit (FR+L or F+L)  4.75
C75.01.00018  Wall Bracket  6.70
C50.02.00006  Spare Filter Element - 5 Micron  11.10
C50.02.00019  Spare Filter/Regulator Element  
 - 5 Micron  14.55
C50.02.00005  Spare Filter Element - 20 Micron  9.55
A50.01.00006  Regulation Spring (0-4 bar)  2.05
A50.01.00008  Regulation Spring (0-12 bar)  1.95
C50.03.00003  Lubricator Bowl - Transparent  11.30
C50.03.00001  Lubricator Bowl - Plastic Guard  11.30
C50.01.00021  Diaphragm (Complete) 4.30
C50.03.00011  Suction Pipe (Lubricator)  1.70
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075 Series

0020
  

C75.05.00001  Assembly Kit (F+R+L)  9.90
C75.06.00001  Assembly Kit (FR+L or F+L)  4.75
C75.06.00002  Air Take-o�  15.70
A75.02.00011  Reducing Bush, 1/2-3/8” BSP”  1.95
C75.02.00063  Spare Filter Element - 5 Micron  13.80
C75.02.00065  Spare Filter/Regulator Element -  
 5 Micron  18.45
C75.02.00059  Spare Filter Element -  
 20 Micron  13.05
C75.02.00064  Spare Filter/Regulator Element  
 - 20 Micron  16.90
A75.01.00032  Regulation Spring (0-12 bar)  2.35
C75.02.00022  Filter Bowl - Plastic Guard  21.70
C75.03.00003  Suction Pipe  2.25
C75.03.00018  Oil Window 10.65

080 Series

0020
  

C80.05.00004  Assembly Kit (F+R+L)  9.80
C80.06.00004  Assembly Kit (FR+L or F+L)  5.75
A75.01.00031  Regulation Spring (0-8 bar)  1.70
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095 Series

0020
  

C95.06.00001  Assembly Kit (F+R+L)  34.15
C95.01.00018  Wall Bracket  9.40
C95.02.00003  Spare Filter Element - 20 Micron  18.95
C95.02.00008  Spare Filter Element - 5 Micron  24.60
A95.01.00017  Regulation Spring (0-8 bar)  11.45

Drip Leg Drain
The Drip Leg Drain eliminates condensate from the 
pipework without any manual intervention.
In the absence of pressure, the drip leg drain will 
remain open, thus ensuring that all particles of liquid 
are eliminated.

Maximum Working Temperature:
+50°C (+122°F)

Maximum Working 
Pressure:
12 bar
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Drip Leg Drain

0020
  

010.00.00001  Drip Leg Drain  136.75
A10.00.00003  Spare Filter  4.20

Automatic Drain
The Automatic Drain can be mounted in all Filter 
Bowls, in order to eliminate all condensate without 
any manual operation.
(Suitable for all size filters)

Maximum Working 
Temperature:
+50°C (+122°F)
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1/8” BSPP

0020
  

C40.02.00130  Inlet Connection 040, 050, 075, 080  61.00

3 Way On-O� Valve
Description:
Used to shut o� the air supply while relieving the 
down-stream circuit. The device is particularly 
useful during maintenance operations. It prevents 
the system from being accidentally or wrongly 
pressurised. The appliance is supplied with 1 lock. 
The discharge connection is threaded.

Working  Range:
+5°C to +50°C (+41°F to 122°F)

Maximum Working 
Pressure:
16 bar (232 psi)
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BSPP

0020
    

V3-050  3/8”  Series 050  1800  81.85
V3-080  3/4”  Series 080  2500  118.10

Conveyor X, Oil 
Eliminator/Silencer
Oil/Mist Contamination
Exhaust air from various pneumatic components, 
such as valves and cylinders, generally contains a 
significant amount of oil mist, which pollutes the 
working environment. By using the Conveyor X, 
oil mist is collected from the exhaust air, which is 
coalesced and collected in an integral translucent 
container, thus preventing oil mist entering the 
atmosphere. The oil collected should be drained by 
removing the cap or piped away using plastic tubing.

Noise Pollution
Expanding exhaust air produces both sudden and 
excessive noise, at levels generally above accepted 
safety standards, which makes the working 
environment both unpleasant and unsafe.
The coalescing media of the Conveyor X is specially 
designed to absorb these sudden shocks of exhaust 
air. By allowing expansion to occur in a controlled 
manner, noise levels are greatly reduced, thus 
creating a healthier working environment.
The Conveyor X is disposable and should be changed 
when the back pressure becomes excessive for your 
particular installation.

Working  Temperature:
+2°C to +50°C

Noise Level Reduction:
25dBA
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BSPP

0020      
CX-25  1/2”  60 100  1500  114.85
CX-50  1” 60 148  3000  154.75
CX-150  1.1/2”  60 206  9000  261.00
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