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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Air Preparation

200 Precision Filters

GPF filters have been designed to increase filtration efficiency up to 99%.  
These filters now come in 0.3µm and 0.01µm grades.  
Auto or semi-auto drain fitted as standard.

Working Temperature:
-5°C to +70°C

Maximum Working Pressure:
10 bar

Page Tech Sheet 67997

Auto Drains, supplied with  
Mounting Bracket, BSPP

0338
    

GPFD200-06-A  1/8”  700  0.01  97.05
GPFM200-06-A  1/8”  750  0.01  97.05
GPFD200-08-A  1/4”  700  0.3  97.05
GPFM200-08-A  1/4”  750  0.3  97.05

Semi-auto Drains, supplied with 
Mounting Bracket, BSPP

0338
    

GPFD200-06  1/8”  700  0.01  80.85
GPFM200-06  1/8”  750  0.01  80.85
GPFD200-08  1/4”  700  0.3  80.85
GPFM200-08  1/4”  750  0.3  80.85

300 Precision Filters

Auto Drains, supplied with  
Mounting Bracket, BSPP

0338
    

GPFD300-08-A  1/4”  1700  0.01  111.70
GPFM300-08-A  1/4”  1900  0.01  111.70
GPFD300-10-A  3/8”  1700  0.3  111.70
GPFM300-10-A  3/8”  1900  0.3  111.70

Semi-auto Drains, supplied with 
Mounting Bracket, BSPP

0338
    

GPFD300-08  1/4”  1700  0.01  95.45
GPFM300-08  1/4”  1900  0.01  95.45
GPFD300-10  3/8”  1700  0.3  95.45
GPFM300-10  3/8”  1900  0.3  95.45

400 Precision Filters

Auto Drains, supplied with  
Mounting Bracket, BSPP

0338
    

GPFD400-10-A  3/8”  2600  0.01  156.50
GPFM400-10-A  3/8”  3500  0.01  156.50
GPFD400-15-A  1/2”  2600  0.3  156.50
GPFM400-15-A  1/2”  3500  0.3  156.50

Semi-auto Drains, supplied with 
Mounting Bracket, BSPP

0338
    

GPFD400-10  3/8”  2600  0.01  140.25
GPFM400-10  3/8”  3500  0.01  140.25
GPFD400-15  1/2”  2600  0.3  140.25
GPFM400-15  1/2”  3500  0.3  140.25

www.hydraquip.co.uk


