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Pneumatic Cylinders

ISO6432 Mountings
Tech Sheet 
3002

Front Flange Mounting FA

0334
  

F-KA8FA  8/10  2.20
F-KA12FA  12/16  2.20
F-KA20FA  20/25  3.60

Tech Sheet 
3003

Front Trunnion Mounting TC

0334
  

F-KA8TC  8/10  5.55
F-KA12TC  12/16  6.70
F-KA20TC  20/25  7.60
F-KA32TC  32 9.90
F-KA40TC  40 15.00

Magnetic Double Acting

0334
      

KB-25X175-S-CA  25 175  1/8” M22 x 1.5  M10 x 1.25  66.85
KB-25X200-S-CA  25 200  1/8” M22 x 1.5  M10 x 1.25  70.50
KB-25X250-S-CA  25 250  1/8” M22 x 1.5  M10 x 1.25  76.20
KB-25X300-S-CA  25 300  1/8” M22 x 1.5  M10 x 1.25  81.05
KB-25X350-S-CA  25 350  1/8” M22 x 1.5  M10 x 1.25  86.90
KB-25X400-S-CA  25 400  1/8” M22 x 1.5  M10 x 1.25  96.20
KB-25X450-S-CA  25 450  1/8” M22 x 1.5  M10 x 1.25  106.80
KB-25X500-S-CA  25 500  1/8” M22 x 1.5  M10 x 1.25  109.55
KB-25X600-S-CA  25 600  1/8” M22 x 1.5  M10 x 1.25  124.00
KB-25X80-S-CA  25 80 1/8” M22 x 1.5  M10 x 1.25  60.15
KB-32X10-S-CM  32 10 1/8” M30 x 1.5  M10 x 1.25  90.45
KB-32X15-S-CM  32 15 1/8” M30 x 1.5  M10 x 1.25  90.45
KB-32X20-S-CM  32 20 1/8” M30 x 1.5  M10 x 1.25  90.45
KB-32X25-S-CM  32 25 1/8” M30 x 1.5  M10 x 1.25  90.45
KB-32X30-S-CM  32 30 1/8” M30 x 1.5  M10 x 1.25  95.45
KB-32X40-S-CM  32 40 1/8” M30 x 1.5  M10 x 1.25  95.45
KB-32X50-S-CM  32 50 1/8” M30 x 1.5  M10 x 1.25  95.45
KB-32X60-S-CM  32 60 1/8” M30 x 1.5  M10 x 1.25  100.35
KB-32X75-S-CM  32 75 1/8” M30 x 1.5  M10 x 1.25  100.35
KB-32X80-S-CM  32 80 1/8” M30 x 1.5  M10 x 1.25  105.55
KB-32X100-S-CM  32 100  1/8” M30 x 1.5  M10 x 1.25  105.55
KB-32X125-S-CM  32 125  1/8” M30 x 1.5  M10 x 1.25  110.45
KB-32X150-S-CM  32 150  1/8” M30 x 1.5  M10 x 1.25  115.35
KB-32X160-S-CM  32 160  1/8” M30 x 1.5  M10 x 1.25  120.30
KB-32X175-S-CM  32 175  1/8” M30 x 1.5  M10 x 1.25  120.30
KB-32X200-S-CM  32 200  1/8” M30 x 1.5  M10 x 1.25  125.20
KB-32X250-S-CM  32 250  1/8” M30 x 1.5  M10 x 1.25  135.00
KB-32X300-S-CM  32 300  1/8” M30 x 1.5  M10 x 1.25  145.50
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KB-32X350-S-CM  32 350  1/8” M30 x 1.5  M10 x 1.25  155.50
KB-32X400-S-CM  32 400  1/8” M30 x 1.5  M10 x 1.25  166.25
KB-32X450-S-CM  32 450  1/8” M30 x 1.5  M10 x 1.25  177.00
KB-32X500-S-CM  32 500  1/8” M30 x 1.5  M10 x 1.25  187.65
KB-32X600-S-CM  32 600  1/8” M30 x 1.5  M10 x 1.25  208.45
KB-40X10-S-CM  40 10 1/4” M38 x 1.5  M12 x 1.25  107.60
KB-40X15-S-CM  40 15 1/4” M38 x 1.5  M12 x 1.25  107.60
KB-40X20-S-CM  40 20 1/4” M38 x 1.5  M12 x 1.25  107.60
KB-40X25-S-CM  40 25 1/4” M38 x 1.5  M12 x 1.25  107.60
KB-40X30-S-CM  40 30 1/4” M38 x 1.5  M12 x 1.25  114.20
KB-40X40-S-CM  40 40 1/4” M38 x 1.5  M12 x 1.25  114.20
KB-40X50-S-CM  40 50 1/4” M38 x 1.5  M12 x 1.25  114.20
KB-40X60-S-CM  40 60 1/4” M38 x 1.5  M12 x 1.25  120.55
KB-40X75-S-CM  40 75 1/4” M38 x 1.5  M12 x 1.25  120.55
KB-40X80-S-CM  40 80 1/4” M38 x 1.5  M12 x 1.25  127.25
KB-40X100-S-CM  40 100  1/4” M38 x 1.5  M12 x 1.25  127.25
KB-40X125-S-CM  40 125  1/4” M38 x 1.5  M12 x 1.25  133.55
KB-40X150-S-CM  40 150  1/4” M38 x 1.5  M12 x 1.25  139.90
KB-40X160-S-CM  40 160  1/4” M38 x 1.5  M12 x 1.25  146.60
KB-40X175-S-CM  40 175  1/4” M38 x 1.5  M12 x 1.25  146.60
KB-40X200-S-CM  40 200  1/4” M38 x 1.5  M12 x 1.25  152.95
KB-40X250-S-CM  40 250  1/4” M38 x 1.5  M12 x 1.25  172.60
KB-40X300-S-CM  40 300  1/4” M38 x 1.5  M12 x 1.25  185.95
KB-40X350-S-CM  40 350  1/4” M38 x 1.5  M12 x 1.25  199.45
KB-40X400-S-CM  40 400  1/4” M38 x 1.5  M12 x 1.25  213.05
KB-40X450-S-CM  40 450  1/4” M38 x 1.5  M12 x 1.25  226.60
KB-40X500-S-CM  40 500  1/4” M38 x 1.5  M12 x 1.25  240.80
KB-40X600-S-CM  40 600  1/4” M38 x 1.5  M12 x 1.25  268.55

ISO6432 Mini Cylinders Tech Sheet 
3001

Medium: 
Clean Compressed Air. Filtered (40µm) and Lubricated
Cushioning KA-Bumper, KB-Adjustable

Working Temperature:
-20°C to +70°C

Working Pressure:
1 to 10 bar

N.B. Bore sizes 32mm-40mm are 
available on a lead time. Please contact 
our sales office for details.

= KA = KB

STAINLESS STEEL 
PISTON ROD 
& BARREL AS 

STANDARD
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