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» Working Temperature: Maximum Working Medium: Clean Compressed Air. Filtered (40pm)
g -20°C to +70°C Prels)sure: Material: Valve Body Aluminium Alloy  Seals: Nitrile
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K3M3PF-05-B M5 Black 4810 | K3M3PM-05-B M5 Black 4810 | e
K3M3PF-05-G M5 Green 48.10 | K3M3PM-05-G M5 Green 48.10 | Couplings
K3M3PF-05-R M5 Red 4810 | K3M3PM-05-R M5 Red 48.10 | pneumatic
K3M3PF-06-B 1/8" Black 48.10 K3M3PM-06-B 1/8" Black 48.10 | QuickRelease
K3M3PF-06-G 1/8" Green 48.10 | K3M3PM-06-G 1/8" Green 48,10 | uplings
K3M3PF-06-R 1/8" Red 4810 | K3M3PM-06-R 1/8" Red 48.10 | AirPrep,
K3M3PF-08-B 1/4" Black 5630 | K3M3PM-08-B 1/4" Black 56.30 | hedn Monior
K3M3PF-08-G 1/4" Green 5630 | K3M3PM-08-G 1/4" Green 56.30
K3M3PF-08-R 1/4" Red 5630 | K3M3PM-08-R 1/4" Red 56.30 | KELW™
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K3M3PP-05-B M5 Black 4810 | K3M3PL-05-R M5 Red 48.10 | Malleable
K3M3PP-05-G M5 Green 48.10 | K3M3PL-06-R 1/8" Red 4810 | ™
K3M3PP-05-R M5 Red 4810 | K3M3PL-08R 1/4" Red 5630 [ s,
K3M3PP-06-B 1/8" Black 48.10 Tubing &
K3M3PP-06-G 1/8" Green 48.10 Couplings
K3M3PP-06-R 1/8" Red 48.10 Clmps
K3M3PP-08-B 1/4" Black 56.30 &Clips
K3M3PP-08-G 1/4" Green 56.30

K3M3PP-08-R 1/4" Red 56.30 Sprays &

Adhesives
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K3M3HS05 M5 4810 [
K3M3HS06 1/8" 48.10 | Hardware
K3M3HS08 1/4" 5630 | 4P
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