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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Check & Stop Valves

Check Valves

Tube x BSPT

1060
   

PCVC04-01  4 1/8”  10.85
PCVC04-02  4 1/4”  10.85
PCVC06-01  6 1/8”  13.00
PCVC06-02  6 1/4”  10.85
PCVC08-01  8 1/8”  13.00
PCVC08-02  8 1/4”  15.20
PCVC10-02  10 1/4”  15.20
PCVC10-03  10 3/8”  17.35
PCVC12-02  12 1/4”  17.35
PCVC12-03  12 3/8”  17.35

Male x Female, BSPP

1060
  

PCVF01-01  1/8”  13.00
PCVF02-02  1/4”  15.20
PCVF03-03  3/8”  19.50
PCVF04-04  1/2”  21.70

Stop Valves,  
Self SealingFree flow thread to tube

Free Flow Female to Male

Tube x BSPT

1060
   

SPC06-02  6 1/4”  13.00
SPC08-02  8 1/4”  13.00
SPC08-03  8 3/8”  15.20
SPC10-02  10 1/4”  15.20
SPC10-03  10 3/8”  17.35
SPC10-04  10 1/2”  19.50
SPC12-03  12 3/8”  19.50
SPC12-04  12 1/2”  21.70

Tube x Tube

1060
  

PCVU04  4 10.85
PCVU06  6 10.85
PCVU08  8 10.85
PCVU10  10 15.20

Female x Female, BSPT

1060
  

PCFF01-01  1/8”  13.00
PCFF02-02  1/4”  15.20
PCFF03-03  3/8”  17.35
PCFF04-04  1/2”  19.50

Tube x Tube

1060
  

SPU06  6 13.00
SPU08  8 15.20
SPU10  10 17.35
SPU12  12 19.50

Page Tech Sheet 10134
Cracking Pressure:  
0.3 bar to 0.5 bar (5 psi to 7.5 psi)

Media:
Air & vacuum only.

Negative Pressure:
-750mm Hg (10Torr)

Working Temperature:
Brass: 0ºC to +60ºC
Acetal: 0ºC to +60ºC

Maximum Working 
Pressure:
10 bar (150 psi)

www.hydraquip.co.uk


