One Touch All Stainless
Steel Push-in Fittings

KELM1§

d Quality Perfe

Working Temperature:
-20°C to +200°C

8

Tube x Tube Connectors

Maximum Working Pressure: Material:

10 bar Body & Collet:
Negative Pressure: O-Ring: Viton
-750mm Hg (10Torr)

316 Stainless Steel

Page Tech Sheet10257

Tube to Connect:  PU, Nylon & PTFE

Media: Compressed Air, Steam Water
& Other Compatible Liquids

Stem Connectors

Equal Straights Equal Tees Tube x Stem Reducers
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Hydraulics

SSPUC-4 25.85 SSPUT-4 4 46.20 SSPGJ6-4 6 4 20.35
Hydraulc SSPUC-6 27.30 SSPUT-6 6 48.35 SSPGJ8-4 8 4 20.35
QuickRelease | SSPUC-8 31.55 SSPUT-8 8 54.60 SSPGJ8-6 8 6 20.35
Couplings SSPUC-10 10 35.05 SSPUT-10 10 64.50 SSPGJ10-6 10 6 23.80
Pneumatic SSPUC-12 12 42.00 SSPUT-12 12 77.00 SSPGJ10-8 10 8 23.80
gukkl,ﬂelease SSPGJ12-8 12 8 23.80

oI SSPGJ12-10 2 10 2595

AirPrep,,
Media, Monitor P I
&Test
Pneumatic
&Vacuum
Equipment
Valves
Ring Main
Systems
gi?g};’; SSPG6-4 6 4 28.80 | SSPM-4 39.40 | SSPP-4

SSPG8-4 8 4 33.60 SSPM-6 43.45 SSPP-6
Stainless SSPG8-6 8 6 33.60 SSPM-8 49.80 SSPP-8
Steel SSPG10-6 10 6 37.15 SSPM-10 51.85 SSPP-10

SSPG10-8 10 8 37.15 SSPM-12 56.75 SSPP-12
Malleable SSPG12-8 12 8 44.05
tron SSPG12-10 12 10 44.05
Hose,
Tubing &
Couplings
Clamps
&Clips
Sprays &
Adhesives
Blow Guns,
Vacuum &
Nozzles
Pressure Wash, I I
Fuelling &
Lubrication @
Compr 4 5295
Equipment 6 55.35
Tools, 8 61.65
Hardware 10 71.45
i 12 8405 | All seals have FDA Certification
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