Vacuum

Tech Sheet 10695

Quick Exhaust Valves

Working Temperature:
-5°C to +60°C

No Freezing

@

Maximum Working Pressure:
10 bar

Proof Pressure:

15 bar

Negative Pressure:

-750mm Hg (10 Torr)

)Y

Fitted with Silencer

K-240F-04-00 4
K-240F-06-00 6

8.00
8.00

Fitted with Exhaust Port Take-off

£]

K-240F-04-04 4 9.45
K-240F-06-06 6 9.45
For...

Superior Rubber Hose

Tech Sheet 10694 ‘

Flow Controllers

KELM1§

d Quality Perf

Working Temperature: Maximum Working Negative Pressure:
-5°C to +60°C Pressure: 10 bar -750mm Hg (10 Torr)
No Freezing Proof Pressure: 15 bar

Elbows, Meter Out, Metric & BSPP

Elbows, Meter In, Metric & BSPP

th £] th [£] e
K-1201F-M3-04 M3 4 8.00 K-1211F-M5-06 M5 6 8.00 Hydraulc
K-1201F-M5-06 M5 6 8.00 K-2211F-01-06 1/8" 6 8.85 | QuickRelease
K-2201F-01-04 1/8" 4 8.85 K-2211F-01-10 1/8" 10 9.10 | Couplings
K-2201F-01-06 1/8" 6 8.85 K-2211F-02-08 1/4" 8 11.60 | pneymatic
K-2201F-01-08 1/8" 8 8.85 K-2211F-03-06 3/8" 6 17.35 8“”('_"9'3356
K-2201F-02-04 1/4" 4 11.60 | K-4211F-04-10 12" 10 2360 | 2PN
K-2201F-02-06 1/4" 6 11.60 AirPrep,
K-2201F-02-08 1/4" 8 11.60 - i, Nonitr
K-2201F-02-10 1/4" 10 11.60 ‘
K-2201F-03-06 3/8" 6 17.35 KELM™
K-3201F-03-08 3/8" 8 1735 TS
K-3201F-03-10 3/8" 10 17.35 » )
neumatic
K-3201F-03-12 3/8" 12 17.80 &Vacuum
Equipment
Valves
. . Ring Main
Universal, Meter Out, Metric & BSPP Systems
1]
&Fittings
K-2301F-01-06 1/8" 6 10.90
K-2301F-02-08 1/4" 8 14.40 g:gg'ess
Malleable
Iron
Hose,
Tubing &
Couplings
Clamps
&Clips
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