Polyurethane Tube KEI'MB

Metric Polyurethane Ether Tube

Working Temperature: Vacuum rating 28" Hg.
3 -40°C to +70°C - Safety Factor of 3to 1.
=
© Ether based tube has a greater durability to
:EJ water and high humidity environments.
Q « PUET air line tubing is made from 95A shore durometer, ether-based
c polyurethane and is an excellent choice for compressed air systems.
(a « Kink & abrasion resistant.
- - Resistant to chemicals, water, fuel & oil.
= « Outstanding flexibility & memory.
% Metric, 25 Metre Coils Metric, 100 Metre Coils
Ll T\ N\
S @ B & (g @ B & g
N PUET04/025N-25 4 2.5 Black 156 27.15 PUET04/025N-100 4 25 Black 156 75.40
PUET04/025B-25 4 2.5 Blue 156 27.15 PUET04/025B-100 4 25 Blue 156 75.40
PUET04/025-25 4 2.5 Transparent 156 27.15 PUET04/025-100 4 25 Transparent 156 75.40
Hydraulics PUET05/030N-25 5 3 Black 171 37.65 PUET06/040N-100 6 4 Black 142 143.75
PUET05/030B-25 5 3 Blue 171 37.65 PUET06/040B-100 6 4 Blue 142 143.75
Hydraulic PUET05/030-25 5 3 Transparent 171 37.65 PUET06/040-100 6 4 Transparent 142 143.75
gg"u;k"’az'fase PUET06/040N-25 6 4 Black 142 4440 | PUET08/055N-100 8 55 Black 114 235.85
— | PUET06/040B-25 6 4 Blue 142 44.40 PUET08/055B-100 8 5.5 Blue 114 235.85
g’:ﬁéﬂgtm PUET06/040-25 6 4 Transparent 142 44.40 PUET08/055-100 8 55 Transparent 114 235.85
Couplings PUET08/055N-25 8 5.5 Black 114 66.75 | PUET10/070N-100 10 7 Black 114 351.70
W PUET08/055B-25 8 5.5 Blue 114 66.75 PUET10/070B-100 10 7 Blue 114 351.70
Media, Monitor | PUET08/055-25 8 5.5 Transparent 114 66.75 PUET10/070-100 10 7 Transparent 114 351.70
&Test PUET10/070N-25 10 7 Black 114 95.20 PUET12/080N-100 12 8 Black 128 546.35
T | PUET10/070B-25 10 7 Blue 114 95.20 PUET12/080B-100 12 8 Blue 128 546.35
S | PUET10/070-25 10 7 Transparent 114 9520 | PUET12/080-100 12 8  Tansparent 128 546.35
PUET12/080N-25 12 8 Black 128 141.70
Pneumatic PUET12/080B-25 12 8 Blue 128 141.70
& Vacuum PUET12/080-25 12 8  Transparent 128 141.70
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. -20°Cto +70°C
Stainless
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Blow Guns,

‘h/foc;‘ue"; & 2027-3967 6 4 2 ASG-1 31.95

T 12027-3975 6 4 4 ASG-1 35.20
Pessrellat | 2027-4007 6 4 2 BG5 31.65
Lbrtion | 2027-4015 6 4 4 BG5 3485 | Red/Yellow

————— 2027-4023 10 6.5 2 ASG-1 29.05 vy
frioost | 2025-2763 10 65 4 ASG-1 4535 @
Equipment | 2027-4049 10 6.5 6 ASG-1 53.70

oo | 2027-4056 10 6.5 2 BG5 36.50 | TWIN8O505RY 8 5 25 39.05
Hardware 2027-4064 10 6.5 4 BG5 4495 | TWINT0656RY 10 6.5 3 55.85
&PPE 2027-4072 10 6.5 6 BG5 53.25 | TWIN12806RY 12 8 3 71.55
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