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Purpose Solenoid Valves
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Hydraulics
Hydraulic
Quick Release
Couplings
Flow Rate 55 Ipm Flow Rate 160 Ipm X
g’:ﬁcﬂa&'&c&se 3/8" BSPP Orifice 13mm | 1” BSPP orifice 25smm | Coil & Plug
Couplings
£] £] £]
Media, Monitor
&Test K225-03-230AC-NO 230/50V AC 124.45 K225-08-230AC-NO 230/50V AC 169.20 K225-230/50AC-NO 230/50V AC 31.95
@ K225-03-110AC-NO 110/50V AC 124.45 K225-08-110AC-NO 110/50V AC 169.20 K225-110/50AC-NO 110/50V AV 31.95
preumatics | K225-03-24AC-NO 24/50V AC 12445 | K225-08-24AC-NO 24/50V AC 169.20 | K225-24/50AC-NO 24/50V AC 31.95
K225-03-24DC-NO 24V DC 124.45 K225-08-24DC-NO 24V DC 169.20 K225-24DC-NO 24V DC 31.95
Zr{leumatic K225-03-12DC-NO 12V DC 124.45 K225-08-12DC-NO 12V DC 169.20 K225-12DC-NO 12V DC 31.95
facuum
Equipment
Flow Rate 63 lpm Flow Rate 370 Ipm .
Valves Y Orifice 13mm ” Orifice 38mm Va |Ve Tl mer
1/2" BSPP 1.1/4" BSPP
Ring Main
Systems 66 i 0366 i
Adaptors K225-04-230AC-NO 230/50V AC 131.85 K225-12-230AC-NO 230/50V AC 242.35
&Fittings K225-04-110AC-NO 110/50V AC 131.85 K225-12-110AC-NO 110/50V AC 24235
K225-04-24AC-NO 24/50V AC 131.85 K225-12-24AC-NO 24/50V AC 242.35
Stain‘less K225-04-24DC-NO 24V DC 131.85 K225-12-24DC-NO 24V DC 24235
Stee K225-04-12DC-NO 12V DC 131.85 K225-12-12DC-NO 12V DC 24235
Malleable Flow Rate 100 Ilpm Flow Rate 400 Ipm
fron Orifice 25mm Orifice 38mm
3/4” BSPP 1.1/2" BSPP
Hose,
Tubing &
Couplings 6 i 0366 i
g'g’i‘l’: K225-06-230AC-NO 230/50V AC 133.55 K225-14-230AC-NO 230/50V AC 337.85
P K225-06-110AC-NO 110/50V AC 133.55 K225-14-110AC-NO 110/50V AC 337.85
K225-06-24AC-NO 24/50V AC 133.55 K225-14-24AC-NO 24/50V AC 337.85
s | K225-06-24DC-NO 24V DC 133.55 | K225-14-24DC-NO 24V DC 337.85
K225-06-12DC-NO 12V DC 133.55 K225-14-12DC-NO 12V DC 337.85
Blow Guns,
Vacuum & Flow Rate 540 I[pm
Nozles 2" BSPP Orifice 50mm
Preslfure Wash,
Fuelling &
Lubritagtion @
Ao K225-20-230AC-NO 230/50V AC 30010 | CE Marked
Equipment K225-20-110AC-NO 110/50V AC 390.10
ok K225-20-24AC-NO 24/50V AC 390.10 H @
Hardware K225-20-24DC-NO 24V DC 390.10
&PPE K225-20-12DC-NO 12V DC 390.10 | KvT 55.25
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