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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Pilot Operated Angle 
Seat Valves

316 Stainless Steel Valve,  
PA Nylon Actuator

Compact design, available in both Normally Open and Normally Closed options.
Normally Closed - Closes with the flow.
Normally Open - Closes against the flow.
High flow.
360° Actuator housing rotation.
Single acting spring return.
Suitable for use with Water, Oil, Air, Aggressive Media & Steam.

Working Pressure:
3 to 16 bar
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2 Way 63mm Actuator Normally Closed, BSPP

0381
  

KASV-SSP-38-NC  3/8”  161.95
KASV-SSP-12-NC  1/2”  166.85
KASV-SSP-34-NC  3/4”  176.60
KASV-SSP-1-NC  1” 210.95
KASV-SSP-114-NC  1.1/4”  304.20
KASV-SSP-112-NC  1.1/2”  353.25
KASV-SSP-2-NC  2” 505.25
KASV-SSP-212-NC  2.1/2”  760.35

2 Way 63mm Actuator Normally Open, BSPP

0381
  

KASV-SSP-38-NO  3/8”  161.95
KASV-SSP-12-NO  1/2”  166.85
KASV-SSP-34-NO  3/4”  176.60
KASV-SSP-1-NO  1” 210.95
KASV-SSP-114-NO  1.1/4”  304.20
KASV-SSP-112-NO  1.1/2”  353.25
KASV-SSP-2-NO  2” 505.25
KASV-SSP-212-NO  2.1/2”  760.35

316 Stainless Steel Valve, 
Stainless Steel Actuator

2 Way 63mm Actuator Normally Closed, BSPP

0381
  

KASV-SSSS-38-NC  3/8”  201.10
KASV-SSSS-12-NC  1/2”  210.95
KASV-SSSS-34-NC  3/4”  225.65
KASV-SSSS-1-NC  1” 245.30
KASV-SSSS-114-NC  1.1/4”  412.10
KASV-SSSS-112-NC  1.1/2”  451.35
KASV-SSSS-2-NC  2” 583.75
KASV-SSSS-212-NC  2.1/2”  887.85

2 Way 63mm Actuator Normally Open, BSPP

0381
  

KASV-SSSS-38-NO  3/8”  201.10
KASV-SSSS-12-NO  1/2”  210.95
KASV-SSSS-34-NO  3/4”  225.65
KASV-SSSS-1-NO  1” 245.30
KASV-SSSS-2-NO  2” 583.75

Material:
Body:  316L Stainless Steel
Actuator: 316L Stainless Steel
Seals:  PTFE

Material:
Body:  316L Stainless Steel
Actuator:  PA
Seals:  PTFE

Working Temperature:
Medium Temp  
-10°C to +180°C
Environmental Temp  
PA Nylon  -10°C to +60°C  
Stainless Steel  -10°C to +80°C

www.hydraquip.co.uk


