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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Actuated Process Ball Valves

3 Piece Stainless Steel Body  
Ball Valves, Socket Weld

Tech Sheet 
10153

Double Acting, Aluminium Actuator

0364
  

2184-0064  1/4”  162.95
2184-0065  3/8”  162.95
2184-0066  1/2”  149.40
2184-0067  3/4”  157.65
2184-0068  1” 207.70
2184-0069  1.1/4”  362.20
2184-0070  1.1/2”  282.10
2184-0071  2” 359.60
2184-0072  2.1/2”  911.30
2184-0073  3” 1359.40
2184-0074  4” 2268.00

Tech Sheet 
10154

Single Acting, Aluminium Actuator

0364
  

2184-0075  1/4”  208.05
2184-0076  3/8”  208.05
2184-0077  1/2”  194.50
2184-0078  3/4”  202.70
2184-0079  1” 259.30
2184-0080  1.1/4”  413.80
2184-0081  1.1/2”  379.80
2184-0082  2” 496.65
2184-0083  2.1/2”  1022.20
2184-0084  3” 1635.35
2184-0085  4” 2490.90

3 Piece Stainless Steel Body  
Ball Valves, Butt Weld

Tech Sheet 
10155

Double Acting, Aluminium Actuator

0364
  

2184-0086  1/4”  136.75
2184-0087  3/8”  153.20
2184-0088  1/2”  168.40
2184-0089  3/4”  197.30
2184-0090  1” 213.10
2184-0091  1.1/4”  244.65
2184-0092  1.1/2”  282.10
2184-0093  2” 345.25
2184-0094  2.1/2”  911.30
2184-0095  3” 936.25
2184-0096  4” 2859.70

Tech Sheet 
10156

Single Acting, Aluminium Actuator

0364
  

2184-0097  1/4”  181.80
2184-0098  3/8”  198.30
2184-0099  1/2”  213.55
2184-0100  3/4”  242.45
2184-0101  1” 264.85
2184-0102  1.1/4”  296.20
2184-0103  1.1/2”  379.80
2184-0104  2” 482.30
2184-0105  2.1/2”  1022.20
2184-0106  3” 1212.15
2184-0107  4” 3082.65

Actuator
Media:  Dry or lubricated compressed air, to be filtered by 
a 30 µm filter element
Travel Adjustment: +5º on the rotation 0º and 90º

Ball Valve
Full Bore

Actuator Working Temperature:  
-20°C to +80°C
Ball Valve Working Temperature:  
-20°C to +200°C

Actuator Working Pressure:  
2.5 to 8 bar
Ball Valve Maximum Working 
Pressure:  
70 bar (1000psi)
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