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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Vacuum Filters
• Compact
• Lightweight
• One Touch Push-in ported
•  Replacement elements on series  

100 & 200

• Easy installation
• Supplied with bracket
Filter: 10µm

Working Temperature:
0°C to +60°C

Working Pressure:
-1 to 0 bar

Tech Sheet 10691

Type KZFC, In-line Push-in
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KZFC050-03B  3 10 10 13.40
KZFC050-04B  4 10 10 13.40
KZFC100-04B  4 10 20 11.70
KZFC100-06B  6 10 20 11.70
KZFC200-06B  6 10 50 16.30
KZFC200-08B  8 10 50 16.30

Spare Elements to suit KZFC
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KZFC100  KZFC100  3.25
KZFC200  KZFC200  5.20

Vacuum

Vacuum conveyor transfers any material 
which can be moved in the rapidly flowing 
air, purging, cooling, drying, the material
•  Sawdust
•  Flue gases
•  Dust
•  Powder

Tech Sheet 
10689

Vacuum Conveyor
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Passage
Diameter

mm  
KZH10-B-X185  13 111.15
KZH20-B-X185  21.6  171.80
KZH30-B-X185  30 272.80
KZH40-B-X185  42 444.50

• A single-stage vacuum generator.
•  A modular design with a combination of generator unit, supply/release valve 

unit, pressure switch unit, and suction filter unit.
Nozzle diameters:  1.0mm

Tech Sheet 
10690

Modular Vacuum System
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Nozzle
Diameter

mm   
KZX1101-K15L-F  1.0  24V DC  414.20

Bore Sizes Available:
•  13.0mm
•  21.6mm
•  30.0mm
•  42.0mm

Vacuum Ejectors
• Structure of energy saving 3 stage di�user
• Compact, large flow
• 20% energy saving
• Universal mounting

www.hydraquip.co.uk


