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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Roundline Cylinders  
& Mountings

Roundline Cylinders
•   One fifth shorter than the basic length of a 

corresponding VDMA/ISO cylinder

•  Low friction, long life seals

•  High strength, double crimped end cap design

•   Standard magnetic piston for full control system 
versatility

•  Non-lube operation

•  Choice of porting option for compact installation

Medium:

Compressed Air, Filtered, Lubricated or Non-lubricated

Operation (Double Acting):

Double Acting, Bu�er Cushioning

Piston Rod (Single Acting):

Stainless Steel (16 mm bore Martensitic, 20 to 
40mm bore Austenitic)

Piston Rod (Double Acting):

Stainless Steel (16mm bore Martensitic, 20 to 63mm 
bore Austenitic)

Barrel:  Stainless Steel (Austenitic)  

Seals & O-Rings:  Nitrile

Wiper:  Polyurethane

End Covers: Aluminium

Working 
Temperature:
-5°C to +80°C

Single Acting RT/57100/M,  
Side Port - Sprung In

0036
    

RT/57116/M/25  16 25 M5 42.00
RT/57120/M/25  20 25 Rc 1/8  41.50
RT/57125/M/25  25 25 Rc 1/8  51.75
RT/57125/M/50  25 50 Rc 1/8  57.40
RT/57132/M/50  32 50 Rc 1/8  77.80
RT/57140/M/50  40 50 Rc 1/8  91.75

Single Acting RT/57100/M,  
Axial Port - Sprung In

0036
    

RT/57116/MC/25  16 25 M5 42.00

Double Acting RT/57200/M,  
Side Port - Rear Eye

0036
    

RT/57216/M/25  16 25 M5 34.80
RT/57216/M/80  16 80 M5 38.55
RT/57220/M/10  20 10 Rc 1/8  32.90
RT/57220/M/25  20 25 Rc 1/8  34.70
RT/57220/M/100  20 100  Rc 1/8  43.75
RT/57225/M/25  25 25 Rc 1/8  39.65
RT/57225/M/50  25 50 Rc 1/8  43.45
RT/57225/M/80  25 80 Rc 1/8  48.05
RT/57225/M/100  25 100  Rc 1/8  51.10
RT/57225/M/160  25 160  Rc 1/8  60.30
RT/57232/M/25  32 25 Rc 1/8  58.75
RT/57232/M/50  32 50 Rc 1/8  62.70
RT/57232/M/80  32 80 Rc 1/8  67.40
RT/57232/M/100  32 100  Rc 1/8  70.55
RT/57232/M/160  32 160  Rc 1/8  80.00
RT/57240/M/50  40 50 Rc 1/8  71.70
RT/57240/M/80  40 80 Rc 1/8  77.85
RT/57240/M/100  40 100  Rc 1/8  81.95

Double Acting RT/57200/M,  
Side Port - Flat End

0036
    

RT/57216/MF/10  16 10 M5 35.35
RT/57220/MF/50  20 50 Rc 1/8  39.45
RT/57225/MF/25  25 25 Rc 1/8  41.40
RT/57225/MF/50  25 50 Rc 1/8  45.35
RT/57240/MF/80  40 80 Rc 1/8  80.85

Roundline 
Mountings
Clevis Foot Mounting

0036
  

QM/946  16 26.50
QM/57025/24  25 7.85
QM/57040/24  40 11.75

Piston Rod Locknut

0036
  

M/P1501/60  20 2.30
M/P1501/89  25 & 32  1.85
M/P1501/90  40 4.35

Female Piston  
Rod Clevis

0036
  

QM/57016/25  16 5.90
QM/57020/25  20 6.10
QM/57025/25  25 7.35
QM/57032/25  32 8.80

Piston Rod Eye

0036
  

QM/8040/32  40 26.65

Current: 1.5 A
Voltage:  10-240 AC10-240 DC

Working Temperature:
-20°C to +80°C

Magnetic  
Switch (QM33)

0036
  

QM/34/S/5  32-40  39.50

Switch Mounting  
Bracket (QM33)

0036
  

QM/33/032/22  32 13.45
QM/33/040/22  40 13.45

Working 
Pressure:
2 to 10 bar

Working 
Temperature:
-5°C to +80°C

Working 
Pressure:
1 to 10 bar

Single Acting: Double Acting:
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