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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Ball Valves

Super Filter Ball Valves, Brass
Advantages:
• Large flow
• Low head loss
• Eliminates need for separate in-line filter
• Reduces installation time
• Easy access for filter cleaning

500 micron filter (35 mesh).
Conforms to Directive 97/23/EC.
ISO 228/1 threads.

Working Temperature:
-20ºC to +100ºC

Maximum Working 
Pressure:
30 bar (1/2” to 1”)
20 bar (1.1/4” to 2”)

BSPP

0468
  

SFBV-12  1/2”  17.30
SFBV-34  3/4”  25.70
SFBV-1  1” 34.80
SFBV-114  1.1/4”  62.80
SFBV-112  1.1/2”  87.75
SFBV-2  2” 139.60

T Handle, BSPP

0468
  

SFBVT-12  1/2”  17.30
SFBVT-34  3/4”  25.70
SFBVT-1  1” 34.80

Full Flow Venting Ball Valves, Brass
Conforms to Directive 97/23/EC.

Working Temperature:
-10ºC to +120ºC

Maximum Working 
Pressure @ +20ºC
45 bar (1/2” to 3/4”)
40 bar (1”)
30 bar (1.1/4” to 2”)

BSPP

0468
  

BV215-12  1/2”  14.75
BV215-34  3/4”  20.30
BV215-1  1” 31.70
BV215-114  1.1/4”  51.05
BV215-112  1.1/2”  72.15
BV215-2  2” 110.40

Heavy Duty Ball Valves, Brass

BSPP

0468
   

BV101-14  1/4”  63 14.15
BV101-38  3/8”  63 14.15
BV101-12  1/2”  57 18.35
BV101-34  3/4”  57 28.30
BV101-1  1” 51 41.30
BV101-114  1.1/4”  40 66.70
BV101-112  1.1/2”  40 93.40
BV101-2  2” 40 151.65

Working Temperature:
-10ºC to +120ºC
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