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Ball Valves

Mini Ball Valves
• Body: Brass
• End Connection: Brass
• Ball: Brass, Chrome Plated
• Stem: Brass
• Seal: PTFE
• O-Ring: Nitrile
• Handle: Plastic (ABS)

Working Temperature:
-10°C to +90°C

Maximum Working Pressure:
20 bar

Tech Sheet 
67953

Female x Female, BSPP

0468
  

TEMBVFF-1/4  1/4”  8.15
TEMBVFF-3/8  3/8”  8.35
TEMBVFF-1/2  1/2”  11.45

• Body: Brass
• Sleeve: Brass
• Ball: Brass, Chrome Plated
• Stem: Brass
• Seal: PTFE
• O-Ring: Nitrile
• Handle: Plastic (ABS)

Tech Sheet 
67954

Male x Female, BSPP

0468
  

TEMBVMF-1/4  1/4”  8.15
TEMBVMF-3/8  3/8”  8.35
TEMBVMF-1/2  1/2”  11.45

Antifrost Bibcocks
• Body, Sleeve and Hose Connection: Brass
• Ball: Brass, Chrome Plated
• Stem and Nut: Brass
• Seals: PTFE
• O-Ring: Nitrile
• Flat Seal: EPDM
• Handle: Aluminium

Working Temperature:
-20°C to +100°C

Maximum Working Pressure:
Without nipple for hose: 30 bar
With nipple for hose: 3 bar

Tech Sheet 
67955

BSPP

0468
   

AFBV-12  1/2”  14 13.90
AFBV-34  3/4”  20 20.10

90° Gas Ball Valves
• Body: Brass
• Ball: Brass, Chrome Plated
• Sleeve, Stem and Nut: Brass
• Seal: PTFE
• O-Rings: Nitrile + FKM
• Handle: Aluminium
• Conforms to BS EN331

Working Temperature:
-20°C to +60°C

Tech Sheet 
67956

Female x Female, BSPP

0468
   

GBVFF-1212  1/2”  1/2”  18.40
GBVFF-1234  1/2”  3/4”  20.45

Male x Female, BSPP

0468
   

GBVMF-1212  1/2”  1/2”  19.70
GBVMF-1234  1/2”  3/4”  21.00
GBVMF-3434  3/4”  3/4”  24.05

Oxygen Ball Valves

Working Temperature:
-10°C to +120°C

BSPT

0468
   

OXYBV-14  1/4”  63 13.50
OXYBV-38  3/8”  63 13.50
OXYBV-12  1/2”  50 13.90
OXYBV-34  3/4”  50 19.70
OXYBV-1  1” 45 34.75
OXYBV-114  1.1/4”  30 63.40
OXYBV-112  1.1/2”  25 102.90
OXYBV-2  2” 20 136.75

Working Temperature:
-10°C to +90°C

Maximum Working 
Pressure:
20 bar

Tech Sheet 
67956

• Body: Brass
• Ball: Brass, Chrome Plated
• Sleeve, Stem and Nut: Brass
• Seal: PTFE
• O-Rings: Nitrile + FKM
• Handle: Aluminium
• BS EN331

Working Temperature:
-20°C to +60°C

Maximum  
Working Pressure:
5 bar

• Body and Sleeve: Brass
• Stem: Brass
• Ball: Brass, Chrome Plated
• O-Rings: Viton
• Seals/O-Ring: Pure PTFE
• Handle: Zinc-plated Steel, Plastic Cover

Maximum Working Pressure:
5 bar

Tech Sheet 
67959
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