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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Ball Valves

Compression Ball Valves, Brass, Lever Handles
•  Full bore
•  Nickel plated
•  BS EN331
•  Compression  
 ended

•  Full bore
•  Nickel plated
•  BS EN331
•  Compression  
 ended

•  Full bore
•  Nickel plated
•  BS EN331
•  Compression  
 ended

•  Full bore
•  Nickel plated
•  BS EN331
•  Compression  
 ended

Pro-Comp - Red Lever

0230
  

EPS-102200  15 14.50
EPS-102205  22 21.30
EPS-102210  28 33.45
EPS-102215  35 53.70
EPS-102220  42 76.45
EPS-102225  54 128.05

Pro-Comp - Yellow Lever

0230
  

EPS-102100  15 14.50
EPS-102105  22 22.85
EPS-102110  28 33.45
EPS-102115  35 53.10
EPS-102120  42 84.60
EPS-102125  54 128.05

Pro-Comp - Blue Lever

0230
  

EPS-102150  15 14.50
EPS-102155  22 22.85
EPS-102160  28 33.30
EPS-102165  35 53.10
EPS-102170  42 80.05
EPS-102175  54 128.05

Compression Ball Valves, Brass, Butterfly Handles

Pro-Comp - Red Butterfly

0230
  

EPS-102450  15 14.75
EPS-102455  22 21.30
EPS-102460  28 22.95

Pro-Comp - Yellow Butterfly

0230
  

EPS-102420  15 14.40
EPS-102425  22 21.90
EPS-102430  28 22.95

Pro-Comp - Blue Butterfly

0230
  

EPS-102470  15 15.40
EPS-102475  22 20.90
EPS-102480  28 22.95

Working Temperature:
Gas:  -5°C to +60°C
Water/Oil: -5°C to +150°C

Maximum Working 
Pressure:
Gas:  5 bar
Water/Oil:  20 bar
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•  Nickel plated
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•  Compression  
 ended
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