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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Commissioning Valves

Art 25, Fixed Orifice
•  EPDM Seat

Working 
Temperature:
-10°C to +120°C

Maximum  
Working 
Pressure:
16 bar

DZR Brass, BSPP

0205
  

ADRE25050  1/2”  142.85
ADRE25075  3/4”  173.95
ADRE25100  1” 217.45
ADRE25125  1.1/4”  323.20
ADRE25150  1.1/2”  426.25
ADRE25200  2” 598.70

Art 28, Variable Orifice
Maximum  
Working 
Pressure:
20 bar

DZR Brass, BSPP

0205
  

ADRX28050  1/2”  103.20
ADRX28075  3/4”  109.95
ADRX28100  1” 122.85
ADRX28125  1.1/4”  195.65
ADRX28150  1.1/2”  219.20
ADRX28200  2” 250.80

Art 26, Double 
Regulating

DZR Brass, BSPP

0205
  

ADRF26050  1/2”  99.40
ADRF26075  3/4”  125.40
ADRF26100  1” 153.90
ADRF26125  1.1/4”  235.95
ADRF26150  1.1/2”  394.75

Art 250, Double 
Regulating, Flanged
•  Flanged PN16

Ductile Iron, BSPP

0205
  

ADRD250200  2” 656.50
ADRD250250  2.1/2”  669.55
ADRD250300  3” 812.95
ADRD250400  4” 1206.05
ADRD250500  5” 1791.50
ADRD250600  6” 2529.50
ADRD250800  8” 4120.90
ADRD2501000  10”  6375.15
ADRD2501200  12”  9290.65

Art 27, Metering Station

DZR Brass, BSPP

0205
  

ADRF27050  1/2”  62.05
ADRF27075  3/4”  68.60
ADRF27100  1” 83.90
ADRF27125  1.1/4”  97.45
ADRF27150  1.1/2”  108.15
ADRF27200  2” 146.60

Art 270,  
Metering Station
•  Wafer Pattern

Maximum Working 
Pressure:
16 bar

Stainless Steel

0205
  

ADRC270200  2” 287.75
ADRC270250  2.1/2”  329.40
ADRC270300  3” 361.65
ADRC270400  4” 418.15
ADRC270500  5” 551.00
ADRC270600  6” 656.80
ADRC270800  8” 1342.70
ADRC2701000  10”  1660.40
ADRC2701200  12”  2079.75

Working 
Temperature:
-10°C to +120°C

Maximum  
Working 
Pressure:
20 bar

Working 
Temperature:
-10°C to +120°C

Working 
Temperature:
-10°C to +120°C

Working 
Temperature:
-10°C to +120°C

Maximum  
Working 
Pressure:
16 bar

Maximum  
Working 
Pressure:
20 bar

Working 
Temperature:
-10°C to +120°C
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