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Adaptors  
& Fittings

Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Cast Iron Valves

Art 77 Full Bore Ball 
Valve, Flanged
•   ISO 5211 Direct 

mounting for actuation
•  Brass Ball

•  GG25 Cast Iron Body
•  PTFE Seals

Working 
Temperature:
-10°C to +150°C

Maximum 
Working 
Pressure:
16 bar

ISO 5211, PN16

0205
  

AIVD77100LB  1” 204.55
AIVD77150LB  1.1/2”  273.25
AIVD77200LB  2” 309.15
AIVD77250LB  2.1/2”  400.20
AIVD77300LB  3” 504.95
AIVD77400LB  4” 701.95
AIVD77500LB  5” 1256.75
AIVD77600LB  6” 1690.85
AIVD77800LB  8” 4031.25

Art 235 Gate Valve, 
Flanged BS5150 &  
BS EN558-1
•  Stainless Steel Stem
•  Cast Iron Body
•  Bronze Seat Ring

BS EN 1092-2, PN16

0205
  

ACST235200  2” 385.05
ACST235250  2.1/2”  505.15
ACST235300  3” 588.50
ACST235400  4” 867.70
ACST235500  5” 1144.75
ACST235600  6” 1524.30
ACST235800  8” 1569.75
ACST2351000  10”  2728.10
ACST2351200  12”  4273.50

Art 210 Gate Valves, 
Flanged
•  Brass Stem
•  Cast Iron Body
•  Bronze Seat Ring

BS 3464, BS 10 Table E & D

0205
  

ACST210200  2” 351.10
ACST210250  2.1/2”  403.50
ACST210300  3” 500.10
ACST210400  4” 779.05
ACST210500  5” 976.95
ACST210600  6” 1449.55
ACST210800  8” 1965.95

Art 170 Swing Check 
Valve, Flanged
•  Cast Iron Body
•  Bronze Body Seat Ring
•  Bronze Disc Seat Ring

BS EN 1092-2, PN16

0205
  

ACST170200  2” 325.45
ACST170250  2.1/2”  430.10
ACST170300  3” 557.15
ACST170400  4” 856.50
ACST170500  5” 774.30
ACST170600  6” 1306.30
ACST170800  8” 1733.10
ACST1701000  10”  3111.30
ACST1701200  12”  4111.70

Art 121 Wafer  
Check Valve
•  Cast Iron Body
•  Stainless Steel Disc
•  EPDM Seals

Universal Flange Mounting, PN16/10 
& ASA 150

0205
  

ACSC121200  2” 94.15
ACSC121250  2.1/2”  152.10
ACSC121300  3” 151.55
ACSC121400  4” 267.85
ACSC121500  5” 311.35
ACSC121600  6” 523.45
ACSC121800  8” 801.20
ACSC1211000  10”  1186.15
ACSC1211200  12”  1869.10

Art 185 Y Strainer, 
Flanged
•  Cast Iron Body
•  Stainless Steel Screen

BS EN 1092-2 PN16

0205
  

ACST185200  2” 202.60
ACST185250  2.1/2”  277.55
ACST185300  3” 343.30
ACST185400  4” 553.55
ACST185500  5” 880.65
ACST185600  6” 953.55
ACST185800  8” 1647.65
ACST1851000  10”  2711.10
ACST1851200  12”  3744.40

Working Temperature:
-10°C to +230°C

Maximum 
Working 
Pressure:
16 bar

Working 
Temperature:
-10°C to +230°C

Working 
Temperature:
-10°C to +230°C

Maximum Working 
Pressure:
16 bar

Maximum Working 
Pressure:
16 bar

Working 
Temperature:
-10°C to +150°C

Maximum 
Working 
Pressure:
16 bar

Working 
Temperature:
-10°C to +120°C

Maximum 
Working 
Pressure:
16 bar
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