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Parker’s 2 way, normally closed and normally open, solenoid valves are used in a wide variety 
of applications, with or without pressure di�erential. Ideal for air, liquids and gases, these valves 
are available with a brass or stainless steel body with a range of sealing materials o�ering vast 
chemical compatibilities.

Solenoid Valves

Applications:
•  Compressors
•   Water dispensing and 

purification
•   Cooling systems
•   Sterilisers
•   Analysers and diagnostic 

equipment

•   Medical and dental devices
•   Welding equipment
•   Lubrication equipment
•   Beverage dispensing and 

vending machines
•   Oil burners

•   Humidification and misting 
equipment

•   Mobile equipment
•   Textile and dry cleaning 

machines
•   Irrigation

2/2 Way Solenoid Valves, Brass, 
Hot Water & Liquids

Working Temperature:
-10°C to +140°C (3/8” to 1”)
-10°C to +50°C (1.1/4” to 2”)

Maximum Working Pressure:
10 bar

Tech Sheet 
60423

Normally Closed, EPDM Seal, BSPP

0484
    

550036DIS  3/8”  24V DC  550036DIS  113.30
550037DIS  3/8”  230V AC  550037DIS  113.30
550018DIS  1/2”  24V DC  550018DIS  113.30
550019DIS  1/2”  230V AC  550019DIS  113.30
550026DIS  3/4”  24V DC  550026DIS  144.35
550027DIS  3/4”  230V AC  550027DIS  144.35
550028DIS  1” 24V DC  550028DIS  164.40
550029DIS  1” 230V AC  550029DIS  164.40
550207DIS  1.1/4”  24V DC  550207DIS  281.10
550208DIS  1.1/4”  230V AC  550208DIS  281.10
550209DIS  1.1/2”  24V DC  550209DIS  304.00
550210DIS  1.1/2”  230V AC  550210DIS  304.00
550217DIS  2” 24V DC  550217DIS  364.15
550218DIS  2” 230V AC  550218DIS  364.15

Working Temperature:
-10°C to +90°C

Maximum Working Pressure:
20 bar (3/8” to 1/2”)
10 bar (3/4” to 3”)

Tech Sheet 
60424

Normally Closed, Nitrile Seal, BSPP

0484
    

550038DIS  3/8”  24V DC  550038DIS  101.80
550039DIS  3/8”  230V AC  550039DIS  101.80
550020DIS  1/2”  24V DC  550020DIS  101.80
550021DIS  1/2”  230V AC  550021DIS  101.80
550197DIS  3/4”  24V DC  550197DIS  132.90
550198DIS  3/4”  230V AC  550198DIS  132.90
550030DIS  1” 24V DC  550030DIS  152.90
550031DIS  1” 230V AC  550031DIS  152.90
550032DIS  1.1/4”  24V DC  550032DIS  269.65
550033DIS  1.1/4”  230V AC  550033DIS  269.65
550034DIS  1.1/2”  24V DC  550034DIS  292.50
550035DIS  1.1/2”  230V AC  550035DIS  292.50
550215DIS  2” 24V DC  550215DIS  352.70
550216DIS  2” 230V AC  550216DIS  352.70
550042DIS  2.1/2”  24V DC  550042DIS  1456.45
550043DIS  2.1/2”  230V AC  550043DIS  1456.45
550044DIS  3” 24V DC  550044DIS  1456.45
550045DIS  3” 230V AC  550045DIS  1456.45

Working Temperature:
-10°C to +90°C

Maximum Working Pressure:
20 bar (3/8” to 1”)
10 bar (1.1/2” to 2”) Tech Sheet 

60425
Normally Open, Nitrile Seal, BSPP

0484
    

550056DIS  3/8”  24V DC  550056DIS  121.90
550057DIS  3/8”  230V AC  550057DIS  121.90
550046DIS  1/2”  24V DC  550046DIS  121.90
550047DIS  1/2”  230V AC  550047DIS  121.90
550048DIS  3/4”  24V DC  550048DIS  150.05
550049DIS  3/4”  230V AC  550049DIS  150.05
550050DIS  1” 24V DC  550050DIS  185.00
550051DIS  1” 230V AC  550051DIS  185.00
550052DIS  1.1/2”  24V DC  550052DIS  331.95
550053DIS  1.1/2”  230V AC  550053DIS  331.95
550054DIS  2” 24V DC  550054DIS  409.05
550055DIS  2” 230V AC  550055DIS  409.05

Working Temperature:
-30°C to +180°C

Tech Sheet 
60426

Normally Closed, PTFE Seal, BSPP

0484
    

550077DIS  3/8”  230V AC  550077DIS  150.05
550072DIS  1/2”  230V AC  550072DIS  121.90
550074DIS  3/4”  230V AC  550074DIS  121.90
550073DIS  3/4”  24V DC  550073DIS  121.90
550076DIS  1” 230V AC  550076DIS  150.05
550075DIS  1” 24V DC  550075DIS  121.90

Maximum Working Pressure:
10 bar

2/2 Way Solenoid Valves, Brass, 
Hot Water & Liquids

2/2 Way Solenoid Valves, Brass, 
Hot Water & Liquids

2/2 Way Solenoid Valves, Brass, 
Steam & Hot Water
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