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Hydraulics

Hydraulic 
Quick Release 
Couplings

Pneumatic 
Quick Release 
Couplings

Air Prep.,  
Media, Monitor 
& Test

KELM™  
Pneumatics

Pneumatic  
& Vacuum 
Equipment

Valves

Ring Main  
Systems

Adaptors  
& Fittings

Stainless  
Steel

Malleable  
Iron

Hose,  
Tubing & 
Couplings

Clamps  
& Clips

Sprays &  
Adhesives

Blow Guns, 
Vacuum & 
Nozzles

Pressure Wash, 
Fuelling & 
Lubrication

Air Tools & 
Compressor 
Equipment

Tools,  
Hardware  
& PPE

Process Valves

Brass Ball Valves, 2 Way Pneumatic 
Actuation, Low Pressure
•  ISO 5211 Mounting Pad

•  ISO 5211 Mounting Pad

•  ISO 5211 Mounting Pad

•  ISO 5211 Mounting Pad

Working Temperature:
Actuator:
-20°C to +80°C (Dry Air)
Valve:
-20°C to +150°C

Working Temperature:
Actuator:
-20°C to +80°C (Dry Air)
Valve:
-20°C to +150°C

Working Temperature:
Actuator:
-20°C to +80°C (Dry Air)
Valve:
-20°C to +150°C

Working Temperature:
Actuator:
-20°C to +80°C (Dry Air)
Valve:
-20°C to +150°C

Tech Sheet 
854

Double Acting, BSPP

0129
  

D100H003  3/8”  167.50
D100H004  1/2”  176.25
D100H005  3/4”  178.35
D100H006  1” 189.95
D100H007  1.1/4”  201.80
D100H008  1.1/2”  223.75
D100H009  2” 284.45

Tech Sheet 
859

Single Acting, BSPP

0129
  

S100H003  3/8”  211.85
S100H004  1/2”  220.45
S100H005  3/4”  214.20
S100H006  1” 242.25
S100H007  1.1/4”  242.85
S100H008  1.1/2”  292.30
S100H009  2” 390.10

Brass Ball Valves, 2 Way Pneumatic 
Actuation, High Pressure

Tech Sheet 
855

Double Acting, BSPP

0129
  

D101H003  3/8”  167.00
D101H004  1/2”  174.20
D101H005  3/4”  175.60
D101H006  1” 191.95
D101H008  1.1/2”  264.15
D101H009  2” 320.60
D101H010  2.1/2”  488.70
D101H011  3” 696.45

Tech Sheet 
10144

Single Acting, BSPP

0129
  

S101H003  3/8”  210.20
S101H004  1/2”  213.80
S101H005  3/4”  217.50
S101H006  1” 225.65
S101H007  1.1/4”  285.00
S101H008  1.1/2”  308.25
S101H009  2” 414.30
S101H010  2.1/2”  661.45
S101H011  3” 946.50
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