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Adhesive 
Identification Labels

Aluminium Ring Main System

Suitable for Compressed Air & Vacuum Systems.

Working Temperature:
-20°C to +70°C

Maximum Working Pressure:
13 bar
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5.8 Metre Lengths

0368
   

2009 1000 00  20 A 25.95
2009 2000 00  25 A 38.85
2009 4000 00  40 A 77.70
2009 5000 00  50 A 103.60
2014 6000 00  67 B  192.65
2014 7000 00  84 B  289.00

2.9 Metre Lengths

0368
   

2009 1063 00  20 A 12.95
2009 2063 00  25 A 19.45
2009 4063 00  40 A 38.85
2009 5063 00  50 A 51.85
2014 6063 00  67 B  96.25
2014 7063 00  84 B  144.50

Suitable for Inert Gases.

5.8 Metre Lengths

0368
   

2009 1062 00  20 A 25.95
2009 2062 00  25 A 38.85
2009 4062 00  40 A 77.70
2009 5062 00  50 A 103.60
2014 6062 00  67 B  192.65
2014 7062 00  84 B  289.00

2.9 Metre Lengths

0368
   

2009 1064 00  20 A 12.95
2009 2064 00  25 A 19.45
2009 4064 00  40 A 38.85
2009 5064 00  50 A 51.85
2014 6064 00  67 B  98.75
2014 7064 00  84 B  146.85

Compressed Air/Nitrogen

0368
  

2009 15MM LABEL  15 1.70
2009 35MM LABEL  35 1.75

Reducing Straight 
Connectors

Equal Straight 
Connectors

Blue Aluminium Pipe Grey Aluminium Pipe

2.9 metre lengths next day. 
5.8 metre lengths may take up to 3 working days to be delivered, dependant on weight and delivery address 
location. Additional carriage charges may apply. For full details please contact sales.

N.B: Fittings  67 and 84 will require ‘Lugged Tube’

Type A = Push-in Type  Type B = Lugged Type
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Aluminium 20mm-84mm 

0368
   

2009 1002 00  20 A 7.45
2009 2002 00  25 A 11.15
2009 4002 00  40 A 29.65
2009 5002 00  50 A 44.50
2014 6002 00  67 B  46.25
2014 7002 00  84 B  53.65

Aluminium 20mm-84mm

0368      
2009 2121 00  25 A 20 A 9.30
2009 4221 00  40 A 25 A 20.40
2009 5421 00  50 A 40 A 23.15
2014 6521 00  67 B  50 A 50.20
2014 7521 00  84 B  50 A 65.50
2014 7621 00  84 B  67 B  50.20
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