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Aluminium Ring Main System

Working Temperature:
-20°C to +70°C

Maximum Working Pressure:
13 bar

Page Tech Sheet 10164
N.B: Fittings  67 and 84 will require ‘Lugged Tube’

Replacement 
Sealing Rings

20mm-84mm

0368
   

2009 1060 00  20 A 2.25
2009 2060 00  25 A 2.80
2009 4060 00  40 A 6.50
2009 5060 00  50 A 10.65
2014 6060 00  67 B  10.20
2014 7060 00  84 B  16.70

A B

Type A = Push-in Type  Type B = Lugged Type

Flexible Hoses

30° Angle Connection

0368
    

2014 6155 00  67 B  1200  337.25
2014 7155 00  84 B  1700  385.30

100mm-200mm

67mm-84mm

Flexible Hose 
Rated to 10 bar

Straight Connection

0368
    

2009 4055 00  40 A 500  110.10
2014 6055 00  67 B  500  120.55
2014 7055 00  84 B  500  144.50

Brass Ball Valves

S-Bend

Female, BSPP

0368
  

2009 0073 00  1/2”  7.45
2009 0173 00  3/4”  10.40
2009 2073 00  1” 18.60

Male/Female, BSPT/BSPP

0368
  

2009 0273 00  1/2”  10.40
2009 1273 00  3/4”  10.40

Male, BSPT

0368
  

2009 1073 00  1/2”  7.45
2009 1173 00  3/4”  10.40

Automatic Drain 
Valves

Ball valve will be required.

Female, BSPP

0368
  

2009 0973 00  1/2”  82.00

Quick Connect 
Butterfly Valves

Tube x Tube, Carbon Steel

0368
   

2014 6051 00  67 B  115.55
2014 7051 00  84 B  134.85

Tube x Tube, Stainless Steel

0368
   

2014 6151 00  67 B  192.65
2014 7151 00  84 B  211.90

500mm Long

0368
   

2009 1001 00  20 A 6.70
2009 2001 00  25 A 7.45
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