Features

| compatibility, leak path feature and
stay’ function.

can
rsally. The various NiroSan

an ° press system fittings
with each other, making

« WRAS tested and certified

316 L grade stainless steel

« Pressable with V, M and SA profiles

- Suitable for a very broad range of applications

- Long service life of fittings and EPDM sealing rings
« Inseparable, pressure-formed connection

- Allfittings and tube are manufactured from

NiroSan ° Stainless Steel
Press Fit Piping System

Working Temperature: Tech Sheet

-30°C to +120°C 60369

Maximum Working Pressures:

Water: 22mm: 40 bar, 28-35mm: 25 bar,
42-54mm: 16bar

Flammable Gases: 5 bar

Non-flammable/Toxic Gases:

8

16 bar

\{rod ts also available, suitable for both gas and industrial oil applications.

Series 9000, Straights

Male Plain End x W
Female x Male Male Threaded, BSPT
Plain End, Reducer
£y [£]
. @ 69280G1512 15 172" 20.50
692432215 2 15 950 N\ 2228062212 22 172" 23.70
692432815 8 15 1080 | 69280G2234 22 3/‘:” 25.20
692432822 28 2 2o [N22806261 28 1 27.70
692433522 35 22 13.60
692433528 35 28 16.85
692434228 ) 28 1780 | Coupling ‘
692434235 42 35 17.80
692435428 54 28 50.10 @
692435435 54 35 52.40
692435442 54 42 2035 | cormois " o105
6927022 2 10.10
6927028 28 1130
6927035 35 14.05
6927042 42 19.20
Female x Male s = T
Threaded, BSPT =
-04 ¢
69243G1512 Slip Coupling
69243G1534
69243G221 @
69243G2212
362234 69270515
69270522
69270528
69270535

HYDRAQUIP

HOSEOHYD

uLICS

Female End x Female Threaaed,
with Flat Centellen Seal, BSPP

i

69359M1512 15 1/2" 24.30
69359M1534 25 3/4" 22.90
69359M221 22 1" 35.05
69359M28114 28 1.1/4" 40.55
69359M35112 35 1.1/2" 46.85
69359M42134 42 1.3/4" 50.20

Series 9000,
End Caps

Female

0473

6930115
6930122
6930128
6930135

12.50
14.50

Series 9000, Tube
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