
TECH DATA SHEET 1037325/09/14

Product Code : See below for
product code details

Description
Solenoid valve designed for direct mounting onto 1/4 turn pneumatically
operated valve actuators meeting ̒ NAMURʼ standard fixing dimensions.
Value engineered for single-coil, safe area applications.

Features

Voltage
Voltage: Code:

1/4”BSP mains air connection and exhaust ports.
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R

24v DC

24v AC (50/60 Hz)
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NAMUR Mounted,             Solenoid Valve

Top face air connection.

Any of the below
options that are not
required enter ʻ0ʼ in

relevant box.

Conversion Facility
Built in 3/2 to 5/2 function conversion facility for spring return and
double acting actuators respectively. (see reverse)
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SKP

Screwdriver override as standard.

81

Voltage

C48v DC

Integrated Exhaust to Spring (ETS) feature in 3/2 position.

U240v AC (50/60 Hz)

T110v AC (50/60 Hz)
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NAMUR Mounted,             Solenoid Valve

noitacificepSlairetaM noitacificepSlairetaM noitacificepSlairetaM noitacificepSlairetaM noitacificepSlairetaM dradnatS dradnatS dradnatS dradnatS dradnatS
ydoB )laruD(muinimulAdesidonAkcalB
loopS detangerpmiEFTPmuinimulAdesidonAdraH

srecapS latecAdellifssalG
slaeS elirtiN
gnirpS leetSsselniatS

swercSgnitnuoM leetSsselniatS
spaCdnEdnaetalprevoegnahC dellifssalg%0366nolyN

teksaG elirtiN

noitacificepSevlaV noitacificepSevlaV noitacificepSevlaV noitacificepSevlaV noitacificepSevlaV dradnatS dradnatS dradnatS dradnatS dradnatS
eziSnoitcennoCtroP 1/4 TPN"

erusserPgnikroW rab8ot2
rotcaFvC 7.0

)porderusserprab1htiwrab6ta(etaRwolF nim/l576
erutarepmeTtneibmAmumixaM C08+
erutarepmeTgnikroWmuminiM C01-

Conversion Facility :
Valve is fitted with a change over plate which
allows the valve to be converted from 3/2 to 5/2
function quickly and easily.
In 3/2 function a proportion of clean air exhausting
from the actuator is fed back into the spring
chamber.
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* Minimum height with plug connector
rotated through 90 degrees.

5/2 Function

3/2 Function with E.T.S.


